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Welcome to the iBend user guide. 

Should you have any questions, contact iBend support at support@iBend.net. 

iBend is a user-oriented application for offline press brake simulation and programming. 

These are some of the iBend features: 

¶ Direct part transfer from 3D CAD packages and import of industry-standard 3D and 2D files  

¶ Automatic calculation for tooling, collision-free bend sequencing, and finger positions  

¶ Graphic control of automatic calculations 

¶ 3D simulation with collision detection 

¶ Native NC code creation for driving machine controls 

¶ Production-oriented job reports  

¶ Flat part export for accurate cutting dimensions of blanks 

¶ Automatic batch processing using pre-configured rules, including strategies for processing 
failures 

iBend helps your overall fabrication abilities in the following ways:  

¶ Collision detection ensures smooth production startup for new parts 

¶ Offline programming minimizes machine down time 

¶ Easy porting of parts between machines allows shop-floor production optimization 

¶ Production-ready tooling and bend sequences require fewer experts on hand  

¶ Fully automatic batch processing reduces time spent on part preparation  

Additional documentation: 

¶ iBend tutorials 

¶ iBend Preparing DXF or DWG for Import 
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1  Initial Configuration 
After installing iBend, you can configure it to match your needs, as described in this section. 

1.1  Opening iBend  for the First Time  

The first time you open iBend you must run it as an Administrator, like this: 

1. Right-click the iBend shortcut on the desktop. 

2. Select the Run as Administrator option: 

   

1.2  Making Manufacturer Machines Visible  

To view the machines from a particular manufacturer: 

1. Click the Components tab => Machine Components group => Manufacturers' Visibility 

. 

2. In the dialog box that opens, scroll down to Accurl and click the Machine column: 

 

The other columns are automatically selected. 

3. Click OK. iBend performs a factory merge. 
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1.3  Adding Your Machine  

To add a machine: 

1. Click the Home tab => Configuration group => Machines : 

 

2. The Machines dialog box opens. Click Add New Machine from Factory DB . 

3. Click Table View Mode . 

4. A list of available machines is displayed. Select your machine, e.g., EB ULTRO 200-
45_UC(WILA)_6+1_DELEM, as shown, and click OK: 

 

iBend adds your machine to the list of active machines.  

5. To make this the default machine when opening and creating new parts, select the machine 
and click Default: 

 

6. Click OK. 

1.4  Setting General Options  

Configure general settings by clicking the Home tab => Options . 
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1.4.1  Setting the Saved Preview  Option  

To determine how the iBend file preview looks when saved, click the Options  => General 
tab => Part Save Parameters section => Preview image type: 

 

 TIP: See more about this option by searching for Preview Image Type in the online 
help (press F1). 

1.4.2  Setting Report Options  

You can configure the iBend report setup in the Options  => Reports tab. 
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1.4.2.1  Setting the Default Output Format  

It is recommended you set the report output to PDF, as shown (in the Options  => General 
tab): 

 

1.4.2.2  Adding a Company Logo  

You can change the Report logo, locating the file using the Browse button  in the Options 

 => General tab. 

1.4.2.3  Setting Holes in Report s 

Use these options to display or hide holes, angle display, and zoom into reports (in the Options 

 => General tab): 
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1.4.3  Setting Display Units   

Configure how iBend displays units for length, force, etc. in the Options  => Units tab: 

1. Select between the Metric\Imperial systems: 

 

2. Set the unit of measurement you want for each category; e.g., the Force/Length units: 

 

 You can set a different Precision for each category, which is the number of digits 
displayed after the decimal point. 

3. Click OK. 

1.5  Setting Tool Options  

Configure tool-related options by clicking the Home tab => Configuration group => Tools . 
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1. In the General tab, set these recommended options: 

 

2. Click OK. 
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2  Simulation Mode  
This section explains the options available when a file is open in iBend, in Simulation mode, 
including the Simulation tab, the areas of the screen, and the changing views. 

 TIP: Do the iBend tutorials. 

A typical screen: 

 

A Part Information panel ï All the information about the part and the machine. 

B Flat Part panel ï A view of the flattened part and the bend numbers. The active bend is colored 
green by default. 

 TIP: You can change the default by clicking Options  => Themes => Drawing 
and Info Colors => Selected Bend. 

C Part display area ï Visual of the machine, tools, and the bending simulation. 

D Workflow panel ï Changes according to the workflow stage that is currently active, i.e. Tooling, 
Sequencing, Simulation or Output (in this case, the tooling stage).  

2.1  Simulation Tab  

The icons at the top of the iBend window allow you to access many iBend features. For example:  

 

The explanations in this section are divided into sections according to the name of each group of 
icons. 

2.1.1  Common Groups  

The groups of icons in this section (in the Simulation tab) are common to all the simulation stages: 
Tooling, Sequencing, Simulation, and Output. These are the groups: 

¶ Switch To 

¶ Actions 
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¶ Workflow 

2.1.1.1  Switch To Group  

The Switch To group (in the Simulation tab) allows you to change from one operation mode to 
another: 

 

¶ Design: Send the part to Design mode. Available only if the part was designed in iBend. 

¶ Export to cncKad: Export the partôs (unfolded) flat to cncKad.  

¶ Export to Viewer: For display on the machine control. This option is only available for 
some machines.  

¶ Problem Report: Sending a request for help to Metalix via a Problem Report. 

2.1.1.2  Actions Group  

The Actions group (in the Simulation tab) lets you reset part definitions and set collision options: 

  

¶ Reset: Deletes all simulation data from the part ï tooling, sequencing, finger positions, and 
stations ï and recalculates its geometry to match the way it was before tooling. 

¶ Reset <Current> Workflow Stage: Deletes the current stage's information and 
recalculates it. If you click this icon during any one of the simulation stages, any manual 
changes you made in this stage are erased and the part is reset to the beginning of this 
stage. 

2.1.1.3  Workflow Group  

The icons in the Workflow group (in the Simulation tab) move the part between the workflow 
stages. 

 NOTE: The icons become active only when the part is ready for that stage. For 
example, Output is available only after the part has been simulated in the Simulation 
stage. 

 

¶ The Tooling icon  moves the part to the Tooling stage. 

¶ The Sequencing icon   moves the part to the Sequencing stage. 

¶ The Simulation icon   moves the part to the Simulation stage. 

¶ The Output icon   brings the part to the Output stage. 
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2.2  Part Information Panel   

This panel on the left of the screen displays information about the current part's machine 
configuration, clamps, fingers, bends, and hits: 

 

2.2.1  Material  

This branch (in the Part Information Panel) displays the type and thickness of the current part's 
material, the bend compensation mode, and die selection mode. For example: 

 

This is based on the selections in the Bend Compensation Factor Setup dialog box: 
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2.2.2  Machine  

This branch (in the Part Information Panel) shows information about the current part's machine 
components; specifically, the clamps and fingers. For example: 

 

2.2.3  Bends  

This branch (in the Part Information Panel) shows a list of the part's bends with detailed 
information about each one. For example: 

 

Details of the bend's geometry: 

¶ A (angle) ï Given as a design or product angle, depending on the Angle Display Mode 
setting. 

¶ R (radius) ï Current inner radius, with units taken from the Display Units. 

¶ L (length) ï Bend length. 

¶ D (deduction) ï Current bend deduction. See the calculator. 

Types of hits are described here. 
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2.2.4  Hits  

This branch (in the Part Information Panel) shows a list of the part's hits with detailed information 
about each one. For example: 

 

There are several types of hits, depending on their function in the sequence: 

¶ Prebend ï The hit is part of a number of hits that are needed to perform a bend, for 
example the prebend of a hemming action or a split bend. 

¶ Normal ï The hit is unchanged from its design, matching its bend. 

¶ Flattening ï The hit is the flattening action of the bend. 

¶ Finish ï The hit is the final action that closes a bend to its design angle. 

2.2.5  Stations  

This branch (in the Part Information Panel) displays details of the stations for bending the current 
part, including this information: 

¶ A warning symbol  warns you that the station is longer than the bend, or that there are 
not enough segments in the inventory to execute the bends. 

¶ Station ï The automatically generated station name. 

¶ Punch and Die info.  

¶ Len ï The length of whichever tool (punch and die) is longer. 

¶ Pos ï Position of station. 

For example: 
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2.3  Flat Part Panel  

This panel (positioned by default on the bottom left of the screen) shows the (unfolded) flat 
together with information about it: 

 

You can change the view of the flat using the mouse: 

¶ Zoom in and out by rolling the wheel. 

¶ Pan by clicking the part and moving the mouse. 

¶ Zoom all with a double click. 

2.3.1  Bend N umbers  

Each bend is designated by a number. Up-bends have one color and down-bends have another 
color.  

 TIP: You can change these colors. In the Options  => Themes tab => Drawing 
and Info Colors tab, change the values for Bend up and Bend down.  

2.3.2  Base Flange  

One of the flanges on the flat is a different color from the rest to allow the 3D part in the main 
window to be oriented to the flat representation: 
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2.3.3  Font Size  

The size of the bend names' font (in the Flat Part panel) is relative to the size of the part. On a 

large part the names may be small, making them difficult to read. You can use the  icons to 
enlarge or reduce the font size. 

Before: After: 

  

2.3.4   Part Size  

The Part Size (in the Flat Part panel) shows the dimensions of the part's bounding rectangle and 
material thickness. 

2.4  Part Display Area  

This area (in the center of the iBend display) shows the 3D part with its machine, tools, and fingers, 
depending on the Simulation Views settings and the workflow stage. You can manipulate the 
image using the Orientation and Zoom toolbars and your mouse wheel button. 

2.5  Tooling  

Tooling is the first stage  of the workflow. 

In this stage you set the tooling for the part, define how to handle collinear bends, and exclude 
bends from the sequence. 

You cannot move on to the next stages (sequencing, simulation, and output) until you have 
selected the tools.  

Before a bend can be inserted into a sequence, it must be assigned tooling. This can be done in 
either of these ways: 

¶ Manually via Select Tools .  

¶ Automatically via Auto Tooling . 

Read explanations of the Tooling stage actions, organized in these groups: 

¶ Switch To 

¶ Actions 

¶ Workflow 

¶ Tools Selection 

¶ Manage Bends 
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2.5.1  Tools Selection Group  

The icons in this group (in the Simulation tab) are only visible in the Tooling stage. 

 

2.5.1.1  Auto Tool ing   

To automatically choose a tooling set for the bends in the part, click the Simulation tab => Tools 

Selection group => Auto Tooling . 

In addition, iBend can check if this set of tools: 

¶ Yields a viable bend sequence 

¶ Can be used to create the tool stations needed to bend the part 

The Automatic Tools Selection dialog box has much in common with the Select Tools dialog 
box: 

 

2.5.1.1.1  Automatic Tools Selectio n Setup   

To configure the auto-tooling, in the Automatic Tools Selection dialog box, click Setup. 
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This dialog box allows you to define how iBend tests the tooling solutions: 

 

2.5.1.1.1.1  Tools Selection Mode  Section  

iBend can perform the tool selection in one of two modes: 

¶ Fast Mode ï Check geometry match for bend radius 

This option automatically chooses tooling for the bends in the part based on the following 
tests: 

o Tool tonnage 

o The radius that results from the tools, within the Bend Radius Testing Tolerance 

o Tooling height 

o The need for holders to connect the tools to the clamps. 

¶ Full Mode ï Check geometry and find bend sequence solutions 

This option performs the same checks as the Geometry Only option, but in addition it tries 
to find a viable bend sequence, based on the Collisions settings. 

2.5.1.1.1.2  Auto Tooling Parameters  Section  

When iBend selects the tools automatically, it uses these defined limitations: 

¶ Bend Radius Testing Tolerance ï iBend uses this tolerance to test the result radius of a 
given set of tools. This testing parallels the testing for the manual tool selection's Result 
Radius. 

¶ Allow Punch Tip to Determine Bend Radius ï For cases when the punch tip radius is 
bigger than the resulting inner radius (RiR). 

¶ Use Preferred Holders Only ï This option is available only if there are preferred tools for 
this material. When this option is selected, the automatic tool selection process only uses 
the holders from the Preferred set when testing tools. 

¶ Maximum Punch and Die Holders ï This option is not available when you select the Use 
Preferred Holders Only option. These settings determine how many holders iBend can 
use when testing how possible tooling combinations fit on the clamps. 
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Example of a die with two holders: 

 

Example of a die with one holder: 

 



  

 

18 
 

 

Example of a punch and die with one holder each: 

 

2.5.1.1.1.3  Auto Tooling Result Size Limits  Section  

These limits (in Auto Tooling) control how many solutions iBend tests before stopping: 

¶ Max. suitable combinations ï When iBend has found this number of combinations, it 
stops searching. When this option is selected and the value is greater than zero, the value 
becomes visible in the Automatic Tools Selection dialog box, when you hover over the 

 icon at the bottom of the Automatic Tools Selection dialog box. You cannot set this 
value to more than 1000. 

¶ Non-suitable combinations discard limit ï When iBend has discarded this number of 
combinations, it stops searching. When this option is selected and the value is greater than 
zero, the value becomes visible in the Automatic Tools Selection dialog box, when you 

hover over the  icon at the bottom of the Automatic Tools Selection dialog box. 

 TIP: You can also tell iBend to stop searching by clicking the Stop button. 

2.5.1.1.1.4  Sequencing Tab   

 NOTE: This tab (in Automatic Tools Selection Setup) is active only when the Check 
Geometry and Find Bend Sequence (Full Mode) option is selected. 

These options cause iBend to make additional calculations beyond those specified by the Auto 
Tooling Parameters. 

Options: 

¶ Build Tool Stations ï When checked, iBend checks if the tested tooling set has the 
segmentation needed to create the tool stations for bending the part. 
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¶ Split Hits Before Sequencing ï Useful when you know that a part requires hit splitting. If 
not selected, iBend splits hits only after all other options are exhausted. 

¶ Use Negative Tolerance ï When selecting tool segments to fit the length of a hit, iBend 
may not find an exact match. The Negative Tolerance allows iBend to select segments 
that cover less than the hit length, within this tolerance. For example, a Negative 
Tolerance of 5mm allows iBend to select a segment of 200mm to fit a hit with a length of 
204mm: 

 

The default value is set in the Tools Configuration => Tool Stations tab, in Negative 
tolerance in tool stations. 

¶ The collision settings enable and disable the various collision testing options that will be 
used during the automatic sequencing feature. (You can also define the collision options for 
manual sequencing and the Simulation stage.) 

2.5.1.1.1.5  Sequencing Rules Tab   

 NOTE: This tab (in Automatic Tools Selection Setup) is active only when the Check 
Geometry and Find Bend Sequence (Full Mode) option is selected. 

iBend allows you to set priorities for rules when auto-sequencing, thereby determining the order in 
which potential sequencing solutions are searched for and displayed. 

Select a rule set in Use rule set and then set your preferences. 

Add more rules by clicking  and configuring them in the Rule Sets Editor dialog box. 

Read more details.  

2.5.1.1.2  Auto  Tooling Results  Section  

This section of the Automatic Tools Selection dialog box contains several options: 

¶  ï Opens the Automatic Tools Selection Setup dialog box. 

¶  ï Lets you quickly decide between Fast and Full, without having to 
open the Automatic Tools Selection Setup dialog box. 

¶  Select All icon ï Selects all joint types (in all the panes above this icon) so that when 
you click the Start button, the search runs on all the joint types (not just the selected joint 
types). 
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¶  ï Begins the search for compatible tools. Searches only the selected joint types. 

¶  ï Halts the search for compatible tools. 

2.5.1.1.3  Results Section  

This section (towards the bottom of the Automatic Tools Selection dialog box) shows the results 
of the automatic calculations: 

 

Green flags are the best. 

Yellow flags indicate possible solutions. 

Red flags indicate failures. 

To display all tooling messages, click the black and white checkered flag  on the bottom line. 

2.5.1.1.4  Bottom Line of Automatic Tools Selection  

At the bottom of the Automatic Tools Selection dialog box are a number of icons and other fields: 

¶ Max suitable combinations  shows you the limit of suitable combinations. You set 
this value in the Automatic Tools Selection Setup dialog box => Auto Tooling Result Size 
Limits section. Auto tooling searches for no more than this number of tooling combinations. 
Is only active when this option is selected and greater than zero. 

¶ Non-suitable combinations discard limit  shows you the limit of non-suitable 
combinations. You set this value in the Automatic Tools Selection Setup dialog box => 
Auto Tooling Result Size Limits section. Auto tooling searches for no more than this 
number of tooling combinations. Is only active when this option is selected and greater than 
zero.  

¶ Number of selected punches . 

¶ Number of selected dies . 

¶ Number of punch/die combinations . 

¶ Execution time, in seconds . 

¶ Remember as preferred tools ï This option is the same as in the Select Tools dialog box. 
Click to save the current set of tools as the default for a specific combination of machine + 
material + thickness. Is only active when there is at least one result in the  Results section. 
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¶ Go directly to simulation ï Click to go directly to the Simulation stage (skipping the 
Sequencing stage). Is only active when in Full Mode and there is at least one result in the 
Results section. 

¶ Accept  applies the current set of tools and closes the dialog box. 

¶ Cancel  closes the dialog box without saving. 

2.5.1.2  Select Tools   

You can manually set the tools for each bend individually or for a selection of bends. Click the 

Simulation tab => Tools Selection group => Select Tools . 

 TIP: To select more than one bend, use the standard Windows selection tools: Ctrl+A, 
Ctrl+click, and Shift+click. 

The Select Tools dialog box opens, displaying the Punch and Die selection panels: 

 

2.5.1.2.1  Setting the Tools Sourc e  

When selecting tools, determine from which group of tools to choose:  

¶ All Tools  selects tools from all the tools in the Tool Library. 

¶ Assigned Tools  select tools only from the Assigned Tools of the current machine. 

¶ Favorite of Assigned Tools select tools only from the current machine's assigned 
tools, and only from those set as Favorite. 

2.5.1.2.2  Apply Compensation Filter  

Click to apply a compensation filter when selecting tools:  

¶ Filter punches to only show the ones with an inner radius that is smaller than the largest 
punch radius in the compensation table. 
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¶ Filter dies to only show the ones with a V-opening that is within the range of V-openings in 
the compensation table. 

 TIP: To hide this icon in the toolbar: in Tools Configuration  => Tool Filter tab, 
deselect Use K-Factor filter. 

2.5.1.2.3  Apply Radii Filter  

Click to apply a radius filter when selecting tools. The filter is based on the mapping of punch 

radius to bend radius, as defined in Tools Configuration  => Tool Filter tab. 

 TIP: To hide this icon in the toolbar, deselect Use punch radius filter (in Tools 
Configuration). 

2.5.1.2.4  Setting Tools' Window Division  

Because you can add holders to both punches and dies when selecting tools, the window may 
become too small to accommodate all the tool panels, with some being hidden altogether. 

You can easily show and hide different parts of the display: 

¶ Set the width of the columns . When selected, iBend calculates the widths to squeeze 
all the columns into the visible window. It can widen columns to fill the space or it can make 
columns narrower (by clipping titles, and displayed texts, etc.) When not selected, iBend 
sets the column width to the actual width needed to display the columns. In most cases, 
when the window is narrow, it scrolls out most of the columns on the right so you have to 
scroll to see them. 

¶ Show or hide a preview picture of the tool . 

¶ Expand punch and punch holder panes, hiding the die and die holders . 

¶ Expand the die and die holder panes, hiding the punch and punch holders . 

¶ Balance the punch and die panes, giving them equal space . 

¶ When there is an error and Reopen on Error  is selected, iBend opens the error 
messages dialog so you can read the error messages easily, without needing to hover over 
the error icons. 

¶ Tooling Setup Preview  enables the preview window, showing the selected tools, 
arranged as if they were mounted. 

¶ When checked , multi-V objects for a given die are listed in a nested detailed grid view. 
Otherwise, dies with multi-V objects are duplicated (each instance with a different V object). 

2.5.1.2.5  Adding and Removing Holders  

To add or remove a holder when selecting tools, click the buttons at the top right of the dialog box. 

Click the upper tooling panels to see the Add\Remove Punch Holder buttons:  
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Click the lower tooling panels to see the Add\Remove Die Holder buttons:  

 

2.5.1.2.6  Joint Types and Tool Types  

Each tool type has its own joints: 

A punch has only an Up Joint A die has only a Down Joint 

 Euro 
Amada 2V  

Holders have both a Down Joint and an Up Joint:  

A punch holder A die holder 

A Euro-to-Wila adapter in this 
case 

A rail in this case 

 

Up is  
Euro 

 

Down is  
Wila 

 

 

Up is  
Euro 2V  

 

Down is  
Euro Bolt Down  

 

 NOTE: These are just tool examples; naturally, other tools have their own joint types. 
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2.5.1.2.7  Joint Types and Connecting to the Machine  

When selecting a tool, you must consider how it connects to the machine's clamping. Each clamp 
(upper or lower) (e.g., via Home tab => Upper Clamps => Edit button) has a setting that defines 
its Joint Type: 

 

An upper clamp with a Euro joint type, as shown above, only accepts tools (punches and punch 
holders) with a matching (i.e., Euro) Up Joint type. 

For example, a machine has a lower clamp whose joint type is Euro 60mm. The tooling may look 
like this: 
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The tool hierarchy is thus: 

 Up Joint Down Joint 

Die none Euro 2V Sym 

Holder (Rail) Euro 2V Sym Euro Bolt Down 

Holder (Block) Euro Bolt Down Euro 60mm 

Lower Clamp Euro 60mm connected to machine 

2.5.1.2.8  Tool Lists  

To help you select tools, each tool type is listed in a separate panel. 

Each panel may hold many tools; you can filter them using columns or Joint Type. 

2.5.1.2.8.1  Select Punch Panel  

This panel shows the punch in the selected tools source: 

 

The list is divided into columns, each of which can be used to filter the list. Properties: 

¶ Punch ID ï Each tool in the Tools Library has an identification (ID) number. This ID 
appears in the tools' lists to help you find them in large lists. It also appears in the Part 
Information panelôs bend properties. The IDs are in the square brackets after the tool 
names. 

¶ Manufacturer ï The name of the tool manufacturer. 

¶ Punch Name ï The name of the tool. 

¶ Up Joint ï The joint type for connecting to an upper clamp or to a holder above. 

¶ Height/Working Height  

¶ Radius ï The radius of the punch's tip. 

¶ Angle ï The angle of the punch's tip. 

¶ Max Power ï The maximum tonnage allowed for this tool. 

¶ Hemming ï Specifies whether this tool can be used for hemming. 

2.5.1.2.8.2  Select Punch Holder Panel   

This panel (in Select Tools) shows the punch holders in the selected tool source: 

 

The list is divided into columns, each of which can be used to filter the list. Properties: 

¶ Punch Holder ID ï Each tool in the Tools Library has an identification (ID) number. This ID 
appears in the tools' lists to help you find them in large lists. It also appears in the Part 
Information panelôs bend properties. The IDs are in the square brackets after the tool 
names. 
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¶ Manufacturer ï The name of the tool manufacturer. 

¶ Punch Holder Name ï The name of the tool. 

¶ Up Joint ï The joint type for connecting to an upper clamp or to another holder above. 

¶ Down Joint ï The joint type for connecting to a punch or to another holder below. 

¶ Height/Working Height  

¶ Max Power ï The maximum tonnage allowed for this tool. 

2.5.1.2.8.3  Select Die Panel  

This panel (in Select Tools) shows the dies in the selected tool source: 

 

The list is divided into columns, each of which can be used to filter the list. Properties: 

¶ Die ID ï Each tool in the Tools Library has an identification (ID) number. This ID appears in 
the tools' lists to help you find them in large lists. It also appears in the Part Information 
panelôs bend properties. The IDs are in the square brackets after the tool names. 

¶ Manufacturer ï The name of the tool manufacturer. 

¶ Die Name ï The name of the tool. 

¶ Down Joint ï The joint type for connecting to a lower clamp or to a holder below. 

¶ Height/Working Height  

¶ Radius ï The radii of the die's shoulders. 

¶ Angle ï The angle of the die's V. 

¶ V-Opening ï The width of the die's V opening. 

¶ Multi-V ï Whether this die has multiple V openings. 

¶ Max Power ï The maximum tonnage allowed for this tool. 

¶ Hemming ï Specifies whether this tool can be used for hemming. 

2.5.1.2.8.4  Select Die Holder Panel  

This panel (in Select Tools) shows the die holders in the selected tool source: 

 

The list is divided into columns, each of which can be used to filter the list. Properties: 

¶ Die Holder ID ï Each tool in the Tools Library has an identification (ID) number. This ID 
appears in the tools' lists to help you find them in large lists. It also appears in the Part 
Information panelôs bend properties. The IDs are in the square brackets after the tool 
names. 

¶ Manufacturer ï The name of the tool manufacturer. 

¶ Die Holder Name ï The name of the tool. 

¶ Up Joint ï The joint type for connecting to a die or to another holder above. 

¶ Down Joint ï The joint type for connecting to a bottom clamp or to another holder below. 
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¶ Height/Working Height  

¶ Max Power ï The maximum tonnage allowed for this tool. 

2.5.1.2.8.5  Filtering Tools by Joint Type  

When connecting tools such as a die and a die holder (in Select Tools), you need to know which 
joint type matches your machine's clamping. To help you, use the Joint Type Filters, located on 
the bottom bar of each tooling list: 

¶ Show all  removes all filtering 

¶ Filter the list according to the toolôs Up Joint . For example, when filtering punches 
according to the current machineôs upper clamps with a down joint type of Euro, the filter 
only shows suitable tools: 

 

¶ Filter the list according to the toolôs Down Joint . For example, to select a die to connect 
to a clamp with an up joint type of Euro 60mm, the filter only shows suitable tools: 

  

¶ Apply to both filters: Up Joint and Down Joint : For punch and die holders. 

 

2.5.1.2.8.6  Filtering Tools by Column  

In Select Tools, you can choose to display only those tools that have specific properties. Select 
the value you want in the column headers of the tool lists. 

For example, when your punches list contains the following tools: 
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You can filter the tools so that only those with an 88° angle remain: 

 

The result shows only those punch tools that match the filter (note the filter's specification at the 
bottom of the list): 

 

Continue to filter using additional properties, such as keeping only tools with a height of 67: 

 

 The result shows only those punches that match both filters: 

 

 Customize your filter with more complex queries opening the dropdown lists to select your criteria. 
In this example, you choose to show only tools which working height is greater or equal to 100: 
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 The result shows only those punches that match your filter:  

2.5.1.2.8.7  Height  and Working Height  

Tools in iBend can originate in the Tool Library (via parametric creation) or by importing the DXF 
geometry. When a tool is imported it may have two distinct height values: 

¶ Height ï The height of the geometry that was imported 

¶ Working Height ï The height used by iBend for processing and calculations 

For example, DXF geometry has a height of 96.34. The tool has a 30mm tang, so the actual 
working height is 66.34: 

 



  

 

30 
 

 

The Working Height for each tool type measures a different attribute of the geometry. In general, 
the working height is the distance between the surfaces that transfer the force of the machine, so if 
a tool has a tang, its height is not included: 

 

 

2.5.1.2.9  Resulting Radii Section  

The tools you select may have an impact on the size of the part's flat. For example, a larger die 
means a larger bending radius and thus the bend compensation changes. 

To help you select the correct tooling, iBend calculates the result of the bending action for each 
punch and die you select in the tool panels, giving you the Resulting Radius, as opposed to the 
Design Radius. All this information is displayed in the Resulting Radii panel at the bottom of the 
Select Tools dialog box, for example: 

 

Current Radius ï The inner radius currently loaded into iBend.  

Design Radius ï This value of the inner radius, taken from the part design. 

Resulting Radius ï The new radius achieved after bending with the selected tools.  

A simple example: 

 

This part is 1.5 mm thick and is currently loaded with tools that give 3.2 mm radius. The part was 
originally designed to have a radius of 1.52 mm. If you now confirm the selected tools, the result is 
a radius of 1 mm. 

A more complex example: 

¶ Sheet thickness of 1.5mm  

¶ Punch with tip radius of 15mm  

¶ Die with V width of 12mm  
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With an appropriate punch, the die you selected gives a Resulting Radius of 1.5mm, but the 
punch's tip is much too large for this. 

The warning icon  signifies that the radius of the result is affected by the radius of the punch's 
tip: 

 

When you confirm the tool selection, iBend issues a warning message: 

 

The problem raised by these warnings is that (for air-bending) the resulting radius from the bending 
action is determined by the width of the die. 

As long as the punch's radius is smaller than this result then you get a good bend: 

 

However, when the radius of the punch is larger than what you expect to get from the die's width, 
problems ensue. 
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For example, if the punch radius is larger than the expected result radius, but smaller than the die, 
you get a 4-point bend, with the resulting material deformation:  

 

If the punch radius is larger than the die's width, you do not even get the correct angle: 

 

The punch cannot penetrate low enough into the die, and instead of the desired 90° angle, you get 
an incomplete bend. 

2.5.1.2.10  Part Section  

 NOTE: The Part panel is visible when the part is not transferred via CAD Link.  

Trust flat size = use predetermined flat measurements. 

2.5.1.2.11  CAD Link Information and Filtering  

 NOTE: The CAD Link panel (in Select Tools) is only visible when the part is 
transferred via CAD Link. Otherwise, you can see the Part panel. 

When you transfer a part from a CAD system via the CAD Link interface, you can set the bend 
compensations using the iBend Compensation Tables. This information carries over into iBend 
together with the part, allowing you to use the same tools for bending as you did for setting the 
compensation: 

 



User Guide 

 

33 

 

 

To manually select the tools, you can use the P (punch radius) and V (die width), or the CAD Link 
filters. These filters (available in the toolbar of the Select Tools dialog box) allow you to display 
only the tools that match those that were set in the 3D CAD system before you exported the part to 
iBend using CAD Link: 

¶ CAD Link Punches  filters punch tools by the Punch Radius received from the CAD 
Link transfer. 

¶ CAD Link Dies  filters die tools by the V-opening received from the CAD Link transfer. 

2.5.1.2.12  Tooling Height Section  

This section (in Select Tools) displays the heights of the tools and holders, together with the 
machine's physical limits: 

 

This information is useful when you select tools, for cases when the tooling is too high or too low. 
When the combined tool heights exceed the machine's limit, this area displays a warning: 

 

Total Upper or Lower sum totals: 

¶ Upper tools: punch + holder(s) 

¶ Lower tools: die + holder(s) 

Total Tooling Height is the sum of the tools: punch + die + holders. 

Machine Limits are the maximum and minimum heights of tools that can be used on the machine: 

¶ Max = Maximum opening height between the upper and lower clamps:  
the Total Tooling Height cannot be greater than this. 

¶ Min = Minimum opening height between the upper and lower clamps:  
the Total Tooling Height cannot be smaller than this. 

2.5.1.2.13  Use Selected Tools for All Bends  

When you select this option (in Select Tools), iBend assigns the selected tooling to all the bends 
of the part, not just the one(s) chosen before you clicked the Select Tools button. 

2.5.1.2.14  Remember as Preferred Tools  

Preferred tools are a set of tools that are saved as the default tooling for a specific combination of 
machine + material + thickness. 

Selecting this option (in Select Tools) saves the tooling for this combination, and they are 
assigned by the Assign Preferred Tools button. 

2.5.1.2.15  Tooling Warning Messages  

The warning messages (in Select Tools) provide information regarding problems with the selected 
tools. 

 NOTE: When a warning message appears , you must resolve the problem before 
you can assign the tools to the bend(s). The OK button remains inactive until you do. 
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The warnings are displayed in a pop-up window and as icons at the bottom of the Select Tools 
dialog box. For example: 

 

Types of warnings: 

¶  General warnings , e.g.: 

 

¶ Upper tool warnings , e.g.: 

 

¶ Lower tool warnings , e.g.: 

 

2.5.1.2.16  Multi - V Dies  

iBend automatically simulates the correct multi-V die opening (in Select Tools), rotating the die as 
needed. 
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iBend supports multi-V die tool import and simulation. These dies include: 

¶ "X" and multiple-V: 

  

 

¶ Two-V (quick-change, etc.): 

 

¶ Two-stage hemming: 

 

  

This makes it easier to import the multi-V dies by requiring only one DXF drawing per die. In 
addition, since there is only one die, there is only one set of segments for this die (whereas in the 
past there was a segment set per each V). 

Once a die is imported, iBend recognizes all the V openings.  
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In the Multi-V tab, you can examine and modify the parameters for each V opening: 

 

This example shows a 
prebend. 

This example shows that the lower 
clamp has moved, allowing the 

same die to be used for the 
flattening hit. 

 

When you use an X die, changing Vs is done by rotating the die in place. But for two-stage 
hemming dies, this is done by moving the lower clamp in the I axis. For this, iBend offers the V 
switch mode setting: 

¶ By Die Rotation ï for X dies, etc. 

¶ By I Axis Movement ï for two-stage hemming dies, etc. 
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In addition, for the I axis movement, iBend calculates the precise offset required: 

 

To configure a machine for I axis movement, check the Machines => Axes => Extra Axes 
Configuration tab => I axis supported: 

 

2.5.1.2.17  Hemming Tools Assignment  

The Hemming Tools Selection dialog box opens: 

¶ When you click Select Tools  (in the Tooling stage, Simulation tab => Tools 
Selection group) for a hemming bend.  

¶ When you click the Machines dialog box => Hemming tab => Hemming Tools. 

A hemming bend comprises two distinct hits, where the hits may be done with different tools: 

¶ Prebend 

¶ Flattening 

Hemming bends receive special treatment in iBend. 

2.5.1.2.17.1  Automatic Hemming Tools Assignment  

When a machine has specific tools assigned in its Hemming tab (in the Machines dialog box), 
they are automatically selected when loading a part. 

If a machine does not have specific tools assigned, you can select them manually for a bend. 
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2.5.1.2.17.2  Manual Hemming Tools Assignment  

When you select a hemming bend and click Select Tools , the Bend Hemming Tools 
Selection dialog box opens: 

 

In the left pane you see all the tools available in the selected tools source, while the right pane 
shows only those tools that are defined as a hemming punch or hemming die. 

 NOTE: Even though this dialog box is very different from the regular tool selection 
dialog box, it shares many common functions such as setting the tools source, adding 
and removing holders, and filtering. 

¶ Use Flattening Tools for Prebend ï Some hemming tools can be used for both the 

prebend and flattening hits. To do this, click the Use Flattening Tools for Prebend  
toggle. Only the right pane of the dialog box is displayed for tool selection: 
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¶ Use Selected Tools for All Bends ï When selected, iBend uses the tools you select here 
for normal bends as well as hemming. When the Use Flattening Tools for Prebend option 
is not selected, iBend uses the Prebend (left pane) tools for the normal bends. 

2.5.1.3  Assign Preferred Tools  

When you open a part with a material type and a thickness for which you have previously saved 
the preferred combination for this machine, you can save time by simply selecting some or all of 
the bends and assigning them these tools. 

Click the Simulation tab => Tools Selection group => Assign Preferred Tools .  

2.5.1.4  Assign All Bends  

To assign the current tools to all bends for this part, in the Tooling stage, click the Simulation tab 

=> Tools Selection group => Assign All Bends . 

2.5.1.5  Remove Tools  

To delete the current tool selection, click Remove Tools  (in the Tooling stage, Simulation 
tab => Tools Selection group) and confirm.  

2.5.1.6  Trust Flat Size  

When Trust flat size  is selected (in the Simulation tab => Tools Selection group), the size of 
the flat does not change as a result of the selected tools.  

When a part is sent to iBend via the CAD Link interface, it has already been unfolded in the CAD 
system according to the definitions (such as K-factor and inner radius) determined by the designer. 
So, there is already a flat of the part in the CAD system, and this flat may have already been sent 
to a cutting machine, using cncKad or some other application. 

 WARNING: In this case, when you apply the tooling, you must not change the 
size of the flanges. If you do, the NC or the report you generate after the 
simulation will not match the stock that was cut to make the part. 
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This is the size of the part as it is imported into iBend: 

 

You assigned a die that gives a Resulting Radius of more than twice the Design Radius, while 
selecting Trust flat size: 
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The die's width creates a larger bend radius than before but the trust flat option forces the overall 
flat size to remain the same, so the result is that the radius area "bites" into the flanges: 

 

This might cause some part dimensions to diverge slightly from the design. (The example above 
requires you to add bend relief.) 

Tooling has an impact on the part's flat size. 

The radius of a bend is usually determined by the width of the die, and this affects the 
compensation assigned to the part's flat that can achieve the required folded dimensions. 

When iBend imports a part, each bend comes with a specific radius, and the compensation is 
determined from this radius. 

Ideally, the die for the bending gives the same result radius as the design radius, thus preserving 
the dimensions of the flat. There is an exception when you use the Trust flat size option. 

However: 

¶ When the selected die gives a result smaller than the design, iBend "moves" the flanges 
away from each other and the flat grows larger. 

¶ When the selected die (or punch) gives a result bigger than the design, iBend "moves" the 
flanges towards each other and the flat grows smaller. 
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For example, this part was imported with a flat width of 163.50 mm: 
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When you select a die (in the Select Tools dialog box) you try to match the result radius as closely 
as possible to the design radius (assuming the part was designed with a realistic radius). In this 
example, there is no exact match, but very close (0.02 mm difference between design radius and 
result radius). Trust flat size is not selected: 

 

 TIP: If you see a warning symbol , hover over it with your mouse to get information 
on how to resolve it:  
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Even this small difference affects the size of the flat. It is now 163.82mm, i.e., 0.32mm larger than 
before:  

 

This difference is probably still below the production tolerance, but when you select a tool that 
gives a bigger difference between the result and the design, the changes in the flat are more 
apparent: 
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A result that is twice that of the design makes a measurable difference:  

 

Note that because the result is greater than the design, the flanges move towards each other and 
the flat becomes smaller. (You can only see this change after you click OK.) 

2.5.1.7  Use Preferr ed Tools (and Holders )  

 NOTE: This option is available only if Preferred Tools have been assigned for this 
machine\material\thickness and no tools have been selected for the current bend. 

When Use Preferred Tools  is selected in the Tooling stage (in the Simulation tab => Tools 
Selection group) and the selected bend has no tools, open the Tools Selection dialog box with 
preferred tools and holders assigned to the bend. 

When Use Preferred Tools is not selected, iBend displays the default panels (for punch and die). 

2.5.1.8  Assign Tool Station Setup  

To use a previously saved tool station setup (in the Tooling stage), click the Simulation tab => 

Tools Selection group => Assign Tool Station Setup , select one from the dropdown list, 
and click Assign.  

To assign a tool station setup, you must have at least one defined.  

Note that only setups that match the selected machine appear in the list, and clamp types must be 
compatible. For example, if your saved setup is intended for Euro clamps, iBend does not show it 
in the setup list for processing on a Wila machine.  
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Once selected, iBend tries to find a sequence using the setup. 

2.5.1.9  Exclude Bends  

Excluded bends (in Select Tools) are not intended to be in the bend sequence. 

 NOTE: These bends are always placed at the beginning of the sequence, and are not 
available in the Hit Sequencing panel. 

They are usually 

¶ For bends that are done before the sequence in a turret press. 

¶ A different sequence of hits that are done on a different machine or in a separate setup, 
either before or after the current one. 

An example of an excluded bend is hemming bends, which are sometimes done separately from 
the rest of the bends in the part due to tooling or machine considerations. 

To exclude bends, click Exclude Bends  (in the Tooling stage, in the Simulation tab => 
Tools Selection group). You are now in Exclusion Mode. When you click a bend, iBend bends it, 
discards its tooling, and adds it to the excluded list. 

 NOTE: iBend assumes that excluded bends are bent prior to the iBend simulation. 
Note that excluded bends are different from untooled hits, which you can place before 
or after the other bends. 

To exit this mode, click Exclude Bends  again. 

To reverse the exclusion, re-enter the Exclusion Mode and click the bend again. 

For example, in the following part, the hemming bend is done on a different machine; therefore, it 
has been excluded: 

 

 NOTE: The excluded bend is shown folded, as opposed to the other bends. 

2.5.2  Manage Bends Group  

The icons in this group (in the Simulation tab) are only visible in the Tooling stage. 

 

You can split and merge collinear bends and exclude bends from the processing.  

Read a complete explanation of bumping definitions. 
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2.5.2.1  Manage Collinear s  

Collinear bends are a group of two or more bends that can be created with a single hit: 

 

Such bends may remain collinear throughout the bending sequence: 

  

Sometimes bends are collinear only during the hit itself, and then consequent hits break up their 
alignment. The bend colors below have been added to show their collinearity; current or previous: 

  

2.5.2.1.1  Collinear Versus Non - Contiguous Bends  

Only bends that belong to separate flanges are considered collinear. Bends that belong to the 
same flange are considered a single non-contiguous bend. 

(In the Tooling stage, click the Simulation tab => Manage Bends group => Manage Collinears 

). 
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For example, in the part below:  

¶ Bend 1 is non-contiguous but connects to the same flange. 

¶ Bends 2-3 are collinear because each bend connects to a separate flange. 

 

2.5.2.1.2  Group Collinear Bends  

When a collinear bend comprises more than two bends, you can split them into two (or more) 
groups. Use the Manage Collinear Bends dialog box. (In the Tooling stage, click the Simulation 

tab => Manage Bends group => Manage Collinears .) 
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iBend color-codes each group of collinear bends to make split groups easy to recognize. For 
example: 

 

You may want to perform the collinear bends for Group 2 in two hits: one for Bends 8 and 9 (A 
above) and the other for Bends 10 through 12 (B above). 

To do this, deselect Bend 10 from the group. iBend opens a new line for it (since it is a new group): 

 

Then, check Bends 11 and 12 to the new group: 

 

When you click the OK button to confirm the change, iBend rearranges the bends according to the 
new division: 
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When your part has several groups, you may want to view only one of them. To select one group, 

click View Group  and select a group: 

 

 NOTE: The View Group button appears only when there is more than one group in the 
part. 

2.5.2.2  Split All and Merge All Collinear Bends  

Use Split All  or Merge All  to separate collinear bends into their individual components 
or recombine them. 

These options are available in the Simulation tab => Manage Bends group or in the Manage 
Collinear Bends dialog box. 

2.5.2.3  Convert to Bumped / No rmal   

A bumped radius is a bend, almost exclusively with a large radius, which is made by a series of 
shallow-angled hits designed to create a smooth result. 

Instead of one hit with a very large V die: 

  

Several hits with a smaller V achieve the smooth bend: 

  

Converting a normal bend to a bumped bend is useful where a bend is not automatically set as 
bumped.  

Converting a bumped bend to a normal bend is useful where a large V die and large radius punch 
are available to perform the bend. 
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In the Tooling stage, in the Simulation tab => Manage Bends group, click Convert to Bumped 

. 

The Bumping Radius Setup dialog box opens. 

2.5.2.4  Set Bumping Steps  

Set Bumping Steps  (in the Tooling stage, in the Simulation tab => Manage Bends group) 
opens the Bumping Radius Setup dialog box, so you can define the bumping steps for the bend: 

 

2.5.2.4.1  Bend Info  Section  

This section of the Set Bumping Steps displays information about the bend: the radius, angle, and 
tools: 

 

2.5.2.4.2  Radius Pitch Method  Section  

In this section of Set Bumping Steps you can determine the method used to create the bumping. 

 NOTE: The Steps Number and the Pitch are two sides of the same bumping calculation; 
when there are more steps (hits), the pitch is smaller. Conversely, when the pitch is 
bigger, the bend requires fewer steps. 

Steps Number ï Specify the number of steps (hits) to use in the bumping: 

 

When there are more steps, the pitch is smaller and the result is smoother. 
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Pitch ï Specify the distance between the hits in the bumping: 

 

When the hits are closer, the result is smoother, but more hits are required to achieve the 
bend. 

Tooling ï Specify which tools to use in the bumping: 

 

Use the Select Tools button to launch the dialog box for tool selection. 

The V width of the die is used to calculate the smallest possible pitch. 

 TIP: After the tool selection you can always edit the number of steps if this calculation 
gives too many. This does not remove the tooling definition. 

2.5.2.4.3  Step Angle Method Section  

In this section of Set Bumping Steps you can set how the defined pitch and the bend angle are 
distributed along the bend's arc. 

All Angles Equal ï All angles and pitches are equal: 

 

First and Last Different ï All pitches are equal, but the first and last angles are half of the central 
ones: 

 

This gives a smoother start and end for the resulting bend. 
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First Two and Last Two Different ï Start and end angles and pitches are different from the 
central ones:  

 

¶ The first and last angles are a quarter of the central angles. Their pitches are half of the 
central angles. 

¶ The second and second-from-last angles have the same pitch. Their angles are three-
quarters of the central angles. 

2.5.3  Tools Selection Side Panel  

On the right of your screen (in the Tooling stage) is a button: 

 

Click it to open the Tools Selection side panel, where you can see information about the bends in 
this part: 

 

This panel is only available during the Tooling stage. 

To keep the panel open, click the lock icon  on the top right of the panel. 

You can resize and reposition the panel by double clicking the top bar and dragging the corners of 
the panel. 

These are icons beside each bend: 

 ï This bend has tooling assigned to it. 

 ï This bend does not have tooling assigned to it. 

 ï A bumping radius bend with tooling. 

 ï A bumping radius bend without tooling. 
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 ï This bend is shorter than the minimum bend length. It cannot be assigned tooling and will not 
be included in any sequence. 

 ï An excluded bend. It will not be visible in the Sequencing stage. 

When bends are named with a sequence of numbers, such as Bend 1-2-3 or Bend 4-5-6-7, it 
means these are collinear bends. 

There are several types of hits, indicated by the symbols: , , etc. 

2.6  Sequencing  

In the Sequencing stage  you determine the order of the hits that creates the bends and 
adjust the positions of the finger stops. You can only arrive to the Sequencing stage once you have 
determined the tools for each bend in the Tooling stage. 

Each bend consists of one or more hits. (For example, a hemming bend may require a prebend hit 
and then a flattening hit.) 

There are several different ways to set the order: 

¶ Automatic ï iBend calculates the most efficient order. 

¶ Manual ï Each time you make a change to the hit order, iBend recalculates the design and 
redisplays the Part Display Area.  

¶ Order by Hit ï Opens a dialog box where you can change the order. iBend does not 
recalculate and redisplay until you close the dialog box. 

¶ Graphic ordering ï iBend gives you the opportunity to click the bends in the Part Display 
Area in the order you want them done, or unfold them from the finished product. 

 You can always reset the sequencing by clicking Reset Sequencing Workflow Stage  in 
the Simulation tab. 

Read explanations of the Sequencing stage actions, organized in these groups: 

¶ Switch To 

¶ Actions 

¶ Workflow 

¶ Hit Sequencing  

¶ Hit Manipulation 

2.6.1  Hit Sequencing Group  

 

This group of icons (in the Simulation tab) is only visible in the Sequencing stage. 

2.6.1.1  Auto Sequencing   

Clicking Auto Sequencing  (in the Simulation tab, in the Sequencing stage) causes iBend to 
open the Auto Hits Sequence Setup dialog box, containing these items: 

¶ Setup button 

¶ Build tool stations ï When checked, iBend checks if the tested tooling set has the 
segmentation needed to create the tool stations for bending the part. 
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¶ Split hits before sequencing ï Useful when you know that a part requires hit splitting. If 
not selected, iBend splits hits only after all other options are exhausted.  

¶ Use negative tolerance ï When checked, iBend uses tools that are shorter than the bend 
lines by the value that appears here (half on either side of the tool). 

¶ Report all sequences ï tells iBend to show the results of all sequences; not just the best 
ones. For example, the second line would not normally show up as it requires diagonal 
gauging: 

 

¶ Use rule set  

¶ Results table 

¶ Time 

When you click Start, iBend calculates the most efficient hit sequence for you. When you see 
enough alternatives in the Results table, click the Stop button. 

2.6.1.1.1  Setup Button  

The Configure Auto Sequencing dialog box opens, with two tabs. 

Sequencing tab: 

¶ Automatic Sequencing Parameters section ï See Auto Tooling Options.  

¶ Untooled Hits Mode section: 

o First ï Perform the untooled hits before the tooled hits. 

o Regular ï Perform the untooled hits as defined. 

o Last ï Perform the untooled hits after the tooled hits. 

¶ Collision Options Section ï See explanation of collision options. 

Sequencing Rules tab ï See how to use the rule set. 

2.6.1.1.2  Rule  Set  for Auto Sequenc ing   

Before you run auto-sequencing, you can select a predefined set of rules that iBend should apply.  

In the Auto Hits Sequence Setup dialog box, check Use rule set and select a rule set from the 
dropdown list:  
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Alternatively, you can define rules on-the-fly by clicking the Rule Sets icon  and making your 
changes in the Configure Auto Sequencing dialog box. This situation is called Ad-hoc Rule Set: 

 

2.6.1.1.3  Results  Table  

 

The table (in the Configure Auto Sequencing dialog box) shows these columns: 

¶ # ï The row number. 

¶ Flags in different colors. Green indicates a good sequence; yellow = reasonable, red = bad. 

¶ Hit Sequence ï The order of the hits. 

¶ Total Rotation ï The sum of all part rotations, in degrees. 

¶ Largest Gauging # ï Gauge # is the number of bent bends between the current hit and the 
furthermost point on the X axis, so this column shows the largest gauge number. 

¶ Average Gauging # ï The average of the gauge numbers of the hits in this alternative.  

¶ # Diagonal Gauging ï the number of hits that have a diagonal flange adjacent to the finger, 
as in this example: 

  

¶ # Flips ï Indicates how many times the user has to flip the part. 

¶ Station Sections # ï The number of stations required. 

¶ # Part in Machine ï The number of bends where most of the part is inside the machine. 

¶ Result ï Indicates if this alternative is OK or only partially suitable (i.e., contains segment 
errors).  

¶ Tested ï When you highlight one of the alternatives and click Accept, the Configure Auto 
Sequencing dialog box closes. If you click the Setup button again, the Configure Auto 
Sequencing dialog box reopens, and the Tested column for the alternative you highlighted 
is checked, indicating that iBend has checked it. 

When iBend cannot automatically find a solution, it reports the reason for failure. This information 
tells you which tools or components caused collisions, to help you find a better solution. 
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This example indicates problems with the upper tooling, so a different punch (higher, gooseneck, 
etc.) may provide a valid solution: 

 

2.6.1.1.4  Time  

The clock icon  (in the Configure Auto Sequencing dialog box) shows you how long iBend 
took to calculate the alternatives. 

2.6.1.2  Order by List Button  

Clicking Order by List  (in the Simulation tab, in the Sequencing stage) opens a dialog box 
where you can perform all the rotate and move manipulations described in Hit Sequencing. This is 
a quick manual method, where iBend does not recalculate and update the graphic display after 
each change:  

 

¶ Include  and Include All  are only active when at least one of the currently selected 

hits in Hits in Sequence are unchecked . Has the same effect as clicking the checkbox 
column. 

¶ Exclude  and Exclude All  are only active when at least one of the currently selected 

hits in Hits in Sequence are checked . Has the same effect as clicking the checkbox 
column. 

¶ Select All  highlights all hits in Hits in Sequence.  
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¶ Select None  removes the highlight from all the hits in Hits in Sequence. 

 TIP: The icons on the left are explained in the Sequenced Hits section. 

¶ First  moves the hit to the top of the list. 

¶ Move Up  moves the hit up one position.  

¶ Reverse  changes the order of all the hits, from first to last. 

¶ Move Down  moves the hit down one position. 

¶ Last  moves the hit to the end of the list. 

¶ Rename hits by order ï When checked, changes the names of the hits to reflect the order 
in which they are listed. 

2.6.1.3  Rename  

Clicking Rename hits by order  (in the Simulation tab, in the Sequencing stage) changes 
the names of the hits to reflect the order in which they are listed. 

2.6.1.4  Include/Exclude  

These actions   (in the Simulation tab, in the Sequencing stage) determine whether to 
include or exclude a hit in the sequence. 

2.6.2  Hit Manipulation Group  

This group of icons (in the Simulation tab) is only visible in the Sequencing stage. 

 

Most of the actions in this group are explained in the Sequenced Hits section. 

Additional actions: 

¶ Rotate  rotates the part by 180o on the horizontal plane before executing the hit. 

¶ First  moves untooled, sequenced hits (indicated by ) listed in the Sequenced Hits 
section to the beginning of the list, before the other bends. 

¶ Last  moves untooled, sequenced hits (indicated by ) listed in the Sequenced Hits 
section to the end of the list, after the other bends. 

 NOTE: Untooled hits are not the same as excluded bends, which are assumed 
bent prior to the iBend simulation.  

¶ Split Included/Merge ï You can split a hit into two hits by selecting the hit and clicking 

Split All . Merge a split hit by selecting the hit and clicking Merge All . 
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2.6.3  Finger Management Group  

The actions in this group (in the Simulation tab) are available during the Sequencing and 
Simulation stages. 

 

The colors of the fingers change, depending on their state. For example: 

¶ Neutral ï The color depends on the definitions of the machine (e.g., brown). 

¶ Gray ï You have selected the finger. 

¶ Very light neutral ï You are moving the finger to a good position (e.g., light blue or yellow). 

¶ Light neutral ï You are moving the finger to a potentially problematic position (e.g., light 
brown or red). 

¶ Red ï The finger will collide. 

Options: 

¶ Reset Current Hit  resets the current finger positions. 

¶ Reset Fingers  resets all the finger positions. 

¶ Find Previous  ï iBend returns to the most recent finger position available for the 
designated finger. 

¶ Find Next  ï iBend calculates the next position available for the designated finger, 
rotating through all the positions.  

¶ Drag by Z, X, and R  allow you to drag the fingers in any axis. 

¶ Additional parameters for managing fingers  opens the Finger Management Fine-
Tune dialog box. 

2.6.3.1  Drag the Fingers  

You can drag the fingers in any direction. 

In the Sequencing stage, select one of the fingers. Click the Simulation tab => Finger 
Management group => Drag by Z/X/R: 
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As you drag the finger, iBend highlights it in yellow: 

 

When you drag the finger so far that it "bites" into the part, iBend highlights it in a reddish color: 

 

When you release the finger, it snaps to the part's edge: 
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2.6.3.2  Fine - Tune Finger Management  

In this dialog box (in the Sequencing stage, click the Simulation tab => Finger Management 

group => Fine-Tune ) you control the exact placement of the fingers. iBend performs 
calculations, and you have the option of changing the results.  

 

Options: 

¶ Reset Current Hit  resets the current finger positions. 

¶ Reset Fingers  resets all the finger positions. 

¶ Close  closes the Finger Management Fine-Tune dialog box. 

¶ Show Current Finger  ï Highlights the selected finger.  

¶ Stop ï The place on the finger that stabilizes the part, e.g., Crab, Support 1. This is one of 
the ways to snap the finger to a part. 

When you highlight one of the axesô positions, the name of the active field changes to red; e.g., R1: 

 

You can change the values in this section in a number of ways: 

¶ Highlight one of the values and pull the slider to the right and the left: 
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¶ Type a value in the field. 

¶ Position the cursor to the right of the digit you want to change, and click the up and down 

arrows . Examples:  

o Clicking the up arrow once, as shown, gives a value of 403: 

 

o Clicking the up arrow once, as shown, gives 394: 

 

iBend allows you to change the finger positions along the Z, X, and R axes. 

 NOTE: All machines have Z1 and Z2 axes, with at least one R and one X axis. 
The number of axes and their limitations depend on the machine's configuration. 

X axis: 

¶ X1: Moves the left finger forwards and back. 

¶ Link X1 and X2  ï When selected, the two fingers move in tandem back and forth, from 
the same starting point. 

¶ X2: Moves the right finger forwards and back. 

¶ Retract ï iBend moves the fingers backwards before the hit, according to this value. 

Modes for retracting  the selected bend in the X axis: 

o Manual Retract Mode M , i.e., you are manually changing the retraction value. 

o Auto Retract Mode A , i.e., the retraction value is automatically set. 

R axis: 

¶ R1: Moves the finger up and down (or if the machine supports it, moves only the left finger). 

¶ Link R1 and R2  ï (For machines that support this.) When selected, the two fingers 
move in tandem up and down from the same starting point. 

¶ R2: (For machines that support this.) Moves the right finger up and down. 

Z axis: 

¶ Z1: Moves the left finger sideways, relative to the zero position. 

¶ Set current Z position for all next hits  ï iBend copies the Z position you define here 
as the finger position for all the subsequent hits. 

¶ Z2: Moves the right finger sideways, relative to the zero position. 

2.6.3.3  How to Snap Finger Stops  

Create new fingers by importing IGES geometry, then define the individual finger stops (in the 
Sequencing stage) using the interactive interface.  

Click the Components tab => Fingers => New Finger . Select Defined by IGS (Imported) 
and select a file. Make all the finger stop definitions in the Define New Finger dialog box. 

Types of finger stops:  

¶ Flat: To set the finger stop position relative to the geometryôs origin, click its bottom edge. 
To define the finger stopôs height, click the side edge. 
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¶ Cylindrical: To get the finger stop radius and its position relative to the origin, click the 
bottom arc of the finger stop. This also gives the start and end angles. To define the finger 
stopôs height, click the side edge. 

After importing a finger (or opening it for editing), create a stop by clicking the 3D representation of 
the finger: 

1. For a new cylindrical stop, click the arc of the stop: 

 

2. Click its side: 

 

iBend analyzes the geometry and extracts the stopôs position and attributes (height, radius, 
etc.): 

 

 It is possible to edit all the values manually; for example, if there is no side edge to click 
when defining the stop height. 
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For more details, see the video: https://www.youtube.com/watch?v=dDI455d7voQ.   

2.6.4  Hit Sequencing Side Panel  

On the right of your screen (in the Sequencing stage) is a button: 

 

Click it to open the side panel: 

 

This panel is only relevant during the Sequencing stage. 

To keep the panel open, click the lock icon  on the top right of the panel. 

You can resize and reposition the panel by double clicking the top bar and dragging the corners of 
the panel. 

2.6.4.1  Hits Not in Sequence Section  

This section (in the Sequencing stage, side panel) lists the bends that have not yet been 
sequenced. These are the columns: 

¶ # ï The number that iBend assigns to each hit. 

¶ Type options:  

o Normal  ï A regular hit.  

o Prebend split  ï The initial hits of a split bend. 

o Prebend hemming  ï The initial hits of a hemming bend. 

o Finish hemming  ï The last hit (flattening) of a hemming bend.  

o Finish  ï The last hit of a non-hemming Split bend.  

https://www.youtube.com/watch?v=dDI455d7voQ
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¶ Angle ï The angle that will result from the hit. Initially displays the angle stored with the 
part information during the design stage. 

Click these icons to add the hits to the hit sequence:  

¶ Add All in Sequence  moves all the hits to the Hits in Sequence section. 

¶ Add in Sequence  moves the currently selected hit to the end of the Hits in 
Sequence section. 

¶ 2D sequencing  changes the view to a two-dimensional representation so you can 
click the bends in the order of your choice. 

¶ Sequence interactively  allows you to click bends in the graphical representation of 
the part, thereby adding them to the hit sequence. If you have already defined a hit 
sequence, you must first approve its deletion. When you enter this mode, two additional 
icons become visible: 

o Remove last sequence  allows you to delete the last hit added to the sequence. 

o Reverse sequence  allows you to select the bends from last to first. 

To get out of the Sequence Interactively mode, click  again. 

¶ Remove from sequence  returns the currently selected hit from the Hits in Sequence 
section to the table above. 

¶ Remove all from sequence  returns all the hits from the Hits in Sequence section to 
the table above. 

 TIP: You can resize the height of this section by pulling the separator  up and 
down. 

 NOTE: Inclusion/exclusion of hits is reflected in the information panel on the left of the 
screen. 

2.6.4.2  Sequence d  Hits  Section  

This section (in the Sequencing stage, side panel) includes these columns, from left to right: 

¶ Checkboxes ï By default, all hits are checked. When a hit is not checked, it will not be 
executed, and it is called an ñexcluded hitò.  

 NOTE: You can place excluded hits before or after the other bends. Note that 
excluded hits are not the same as excluded bends. 

¶ # Hit number ï The number that iBend assigns to each hit.   

¶ Hit type  ï Normal, flattening, prebend, or finish. 

¶ Heel  ï The type of heel that iBend should use for automatic sequencing. When you 
choose a heel type, you are limiting iBend to the sequencing options available for this heel 
type. This limitation often saves time. Choices: none, right heel, left heel, and heel on both 
sides: 

o Left heel  ï A left heel punch tool. The tool must be long enough to allow a heel. 

o Right heel  ï A right heel punch tool. The tool must be long enough to allow a heel. 

o Both heels  ï Both left and right heels.  
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¶ Rotate  indicates whether the part is rotated. You can rotate the part by 180o on the 
horizontal plane before executing the hit. 

¶ Turn upper  turns the punch holder and the punch connected to it 180o on the 
horizontal plane. Only active if the holderôs topmost joint is rotatable or if the clamp's joint 
allows this.  

¶ Turn punch  turns the punch tool 180o on the horizontal plane. Only active if the punch 
joint is rotatable or if the clamp's joint allows this (or the holder's if there is one). 

¶ Turn die  turns the die tool 180o on the horizontal plane. Only active if the die joint is 
rotatable. 

¶ Turn lower  turns the die and die holder tool 180o on the horizontal plane. Only active if 
the holderôs lowest joint is rotatable. 

 To understand the implications, read about the behavior of rotate options. 

¶ Divide/Unify Tools  is only possible if the bend has collinear bends. 

¶ Hit bending angle  is the angle that will result from the hit. (TIP: To see this column, 
you might need to drag the panel leftwards.) You can change the angle of prebend hits 
here. 

 NOTE: The neutral symbol  indicates that this is an untooled, sequenced hit. Some 
actions are not relevant for this hit because the hit is not checked. 

Below these columns are icons to move hits up  and down , select all hits , and 

select none . 

2.6.4.3  Simulate Bends Section  

In this section (of the Sequencing stage, side panel) you can simulate the hits, one at a time. 

Only two of these icons are visible at a time, depending on the current hit and what you just played: 

Previous hit  plays the hit prior to the current one. 

Play current hit forward  plays the current hit. 
In Frame+Tooling+Part mode (less detailed), it only shows the start and end positions of the hit. 
In Tooling+Part mode (more detailed), it also shows the part handling. 

Play current hit backward  plays the current hit in reverse. 

Next hit  plays the next hit. 

If iBend detects a collision, it sends an error message like this: 

 

¶ To move ahead with the simulation (with the collision), click Continue. 

¶ To avoid this particular step and move on to the next, click Skip. 
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¶ To stop the simulation just prior to the collision, click Revert.  

2.6.5  Behavior of Rotate  Options  

The following example demonstrates how tool rotation behaves. 

 

These are objects in the picture: 

A ï The upper beam. 

B ï The upper clamp. The down joint type is Euro and the clamp is non- symmetric. 

C ï A punch holder. The upper joint type is Euro and is not rotatable. The clamp is symmetric.  

D ï The punch. The joint type is Euro and it is not rotatable. 
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Clicking combinations of the Turn icons yields different results. The objects rotated are highlighted: 

If you click Turn upper: 

 

Holder and punch rotated 
together 

If you click Turn punch: 

 

Punch alone rotated  

If you click both: 

 

Holder rotated and punch 
rotated back 

2.7  Simulation  

In the Simulation stage , iBend assigns tools with specific lengths, called segments, 
according to your inventory. iBend sets up the smallest number of stations possible, depending on 
the shape of the part, your inventory, and the order of the hits.  

You can run through all the hits, checking for potential conflicts. When you are satisfied, you can 
create screenshots to insert into your report, and make video recordings of the hits. 

You can only arrive at the Simulation stage after the Tooling and Sequencing stages. You can only 
progress to the output stage once you have played the simulation through to the end in this stage. 

 TIP: If you do not want to simulate a specific hit (for example if you have already done 

so previously) you can skip it by clicking the  icon. 

Read explanations of the Simulation stage actions, organized in these groups: 

¶ Switch To 

¶ Actions 

¶ Workflow 

¶ Simulation Configuration 

¶ Capture Simulation 

¶ Alignment Management 

¶ Finger Management  
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2.7.1  Simulation Configuration Group  

 

This group of icons (in the Simulation tab) is only visible in the Simulation stage. 

2.7.1.1  Stations Setup   

Clicking Stations Setup  (in the Simulation tab => Simulation Configuration group) opens 
the Stations Setup dialog, where you can see and edit details of the hits and stations. 

 

For each station, in the tree on the left you can see the length, position, upper and lower holders, 
punch and die tool lengths, and hits. As you click through the items in the tree, iBend shows the 
relevant information in the display area on the right. Some of this information is editable. 

Example of modifications you can make: 

¶ Slide the stations to the right and the left in the graphic at the top.  

¶ Change the position of the selected station by typing in a new value on the right. 

¶ Switch the length or position of a particular station with the station on the right/left side. 

¶ Change the gap. 

¶ Align parts with punch or die tools. 

¶ Transfer hits from one station to another. 

¶ Exclude a clamp from the upper or lower beam. 

¶ Change the clampôs current position. 
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2.7.1.2  Save Setup   

This icon  is only active (for example, in the Simulation tab => Simulation Configuration 
group) once you have run the simulation through to the end. (This ensures that you have seen the 
simulation and are aware of what will happen, before you can save the tool station setup you have 
defined.)  

You must give your setup a name. iBend saves the tool configuration and the segment positions. 
You can then use this tooling setup on another part. Note that the clamp types must be compatible; 
for example, if your saved setup is intended for Euro clamps, iBend probably does not let you 
apply it to a part for processing on a Wila machine.  

2.7.1.3  Hit Parameters   

Clicking Hit Parameters  opens a dialog box where you can see the details of all the hits.  

 NOTE: There are no hit parameters for demo machines. 

Scroll to the right to see more information on additional hits: 

 

To edit the fields, click the Allow Edit button. When you highlight one of the options, a Propagate 

icon  appears. Click it to request iBend to copy the new value to the whole row (all the other 
bends).  

You can add descriptive information in the last line of the Standard NC Parameters section, Hit 
Comments. 

The fields in the Additional NC Parameters section are taken from the post-processor definitions. 
If fields are missing, contact iBend support. 

For an explanation of the default machine parameters shown here, see the Post-Processor 
Option Names under the Options => Post-Processors tab. 
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 For Amada RG machines, the dialog box may look like this: 

 

2.7.2  Capture Simulation  Group  

 

This group of icons (in the Simulation tab) is only visible in the Simulation stage. 

You can grab images and record video for use outside iBend: 

¶ Snapshot  ï iBend grabs a screen shot of the image displayed. If you select Use 
Custom Images in the Output stage, iBend adds the image to the output report. 

¶ Auto  ï If Single Play is selected, iBend takes a screen shot of the next hit. Otherwise, 
iBend takes a screen shot of every hit. If you select Use Auto View Images in the Output 
stage, iBend adds these pictures to the output report. 

¶ Clear  ï Deletes any screen shots. 

¶ Record  ï Records a video of the simulated hits and saves it to file. If in Options => 
Reports you select Separate Video for Every Hit, iBend will create a new video file for 
each hit. You can set the maximum file size in Options => Reports. 

¶ Video Folder  ï Opens the folder where recorded files are saved. To discover where this 
is, look under Options => Folders. 

2.7.3  Alignment Management Group  

 

This group of icons (in the Simulation tab) is only visible in the Simulation stage. 
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Options: 

¶ Align Hit Left and Align Hit Right   move the part to the nearest die or punch 
endpoints on the left or right. 

From this position: 

  
 

Clicking Align Right moves the part to the right of the punch (as it is nearer): 

 

Clicking again moves it to the right of the die: 

 

¶ Align Hit Center  moves the part to the middle of the die or punch (whichever is 
closer). 

¶ Align Station to Machine Center  moves the station to the middle of the machine. 

These functions are also all available in the Station Setup (in a slightly different format). 

 TIP: To align all hits simultaneously, hold down the Ctrl key and click. 
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2.7.4  Simulation Side Panel  

On the right of your screen (in the Simulation stage) is a button: 

 

Click it to open the side panel: 

 

This panel is only relevant during the Simulation stage. 

To keep the panel open, click the lock icon  on the top right of the panel. 

You can resize and reposition the panel by double clicking the top bar and dragging the corners of 
the panel. 

Columns in the table: 

¶ Hit ï The numbers of the bends in this hit. 

¶ Hit type ï Prebend , normal , flattening , and finish . 

¶ Station ï The number of the station used for this hit. 

¶ Retract ï How much the fingers move backwards before the hit. M = manual, A = 
automatic. See here. 

To make changes, switch to manual M. Better yet, click the Simulation tab => Finger 

Management group => Fine-Tune . 

2.7.4.1  Play Bends Simulati on Section  

In the Play Bends Simulation section (in the Simulation stage, in the Simulation side panel), you 
can play and replay the hits in the simulated design using the arrow keys: 

¶ Reset (jump to first hit)  goes to the start of the simulation. 

¶ Previous hit  shows how everything is positioned, prior to the previous hit. 
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¶ Next hit  shows how everything is positioned, prior to the next hit. 

¶ Play current hit forward  ï If Single Play  is selected, shows you the next hit. 
Otherwise, shows you all the hits remaining in sequence. Once you have played all the hits 
in this stage, you can move on to the output stage. 

¶ Pause  stops the hits currently shown.  

 

The area between the arrows tells you where you are in the hit sequence. 

For example, if you press the Next Hit icon while Single Play is selected, the display 
will jump from just prior to performing the third hit on the first station (bends 4 and 6) to 
the next hit in the sequence. 

If iBend detects a collision, you will see this error message: 

 

¶ To continue the simulation (with the collision), click Continue. 

¶ To avoid this particular step and move on to the next, click Skip. 

¶ To stop the simulation just prior to the collision, click Revert.  

2.7.4.2  Setup Management   

Setup Management  (in the Simulation stage, in the Simulation side panel) is only visible 

when activated in the Options  => General tab => Various Settings section, select Show 
Setup Management. 

The following example shows how to split a setup.  
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This part has bends with two different radii (1mm and 4mm): 

 

To use two different dies is not possible because there is not enough room on the machine to 
accommodate the two stations required: 

 

The solution is to use the Multiple Setup feature to split the setup in two: 

1. Click the multiple setup icon  (at the bottom of the Simulation panel). 
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2. iBend analyzes the setup and checks if it can be split. In this case, iBend finds two sub-
setups: one for the Station 2 hits, and the other for Station 1 hits: 

 

3. Click Generate Setups. iBend creates two sub-setups. 

Setup1 looks like this: 
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Setup2 looks like this: 

 

4. In the Output stage, select All setups. iBend generates two individual NC files: 

 

2.8  Output  

The output report and NC code are generated at this stage . 

Read explanations of the Output stage actions, organized in these groups: 

¶ Switch To 

¶ Actions 

¶ Workflow 

¶ Generate NC 

¶ Generate Report 

2.8.1  Generate NC Group  

This group of icons (in the Simulation tab) is only visible in the Output stage. 
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 NOTE: Some of these options are not available for demo machines or machines with a 
setting of Report Only in their configuration. 

These options are all explained in the Output tab. 

2.8.2  Generate Report Group  

This group of icons (in the Simulation tab) is only visible in the Output stage. 

 

Generate Report  ï Click when you are ready to create the output report. After a few seconds, 
the report opens in the format you selected. iBend displays a message that the report was saved 
to disk. 

Flat Part  ï After creating NC, creates a PNG file of the part and saves it in the NC output 
folder. 

Report Options  ï The Options dialog box opens to the Reports tab and you can make 
changes that will apply to this part. 

View Report  opens the report. This option is only available once you have generated a 
report. You can save it to disk. 

Show hits by sequence order  in the report. When not selected, iBend shows the hits in 
numerical order. 

Use custom images  ï When selected, iBend adds snapshots that you captured (in the 
Simulation stage) to the report. 

Use auto view images  ï When selected, iBend adds the auto view images that you captured 
(in the Simulation stage) to the report. 

2.8.3  Report and NC Generation Side Panel  

On the right of your screen (in the Output stage) is a button: 
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Click it to open the side panel: 

 

This panel is only relevant during the Output stage. 

To keep the panel open, click the lock icon  on the top right of the panel. 

You can resize and reposition the panel by double clicking the top bar and dragging the corners of 
the panel. 

2.8.4  Report and NC Generation Side Panel  Top Section  

 NOTE: Some of the options in the Report Side Panel are not available for demo 
machines or machines with a setting of Report Only in their configuration. 
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NC Name ï Displays the name that iBend will give to the NC file: 

¶ The prefix is taken from the definition in the Machines dialog box => Output tab => NC 
Name Template Name. 

¶ The number following the prefix is a sequential number starting from 1. If you select Reuse 
NC Name (lower down), the number does not change each time you generate NC; instead, 
iBend overwrites the file each time. 

 

NC Files Folder ï When you generate the NC code, the file is saved in the location specified here. 
You set this default location in the Options dialog box => Folders tab, but you can change the 

location by clicking the Browse icon . 

Tool Folder ï This option is only available for post-processors that support it, such as ESA and 
Delem. 

Generate with NC ï This option is only available for specific post-processors. iBend generates 

and saves the Report file  and/or 3D Viewer file ; for example, in the ESA KVFILE folder. 
The files can be automatically viewed on the control. 

All Setups ï Creates NC code and reports for all setups. This option is only available if using 
Setup Management.  

Reuse NC Name  ï When selected, iBend overwrites the NC file each time. Otherwise, iBend 
adds a sequential number to the end of the file name for each file generated if the template ends 
with one of the index options in the NC Name Templates Configuration dialog box. 

Generate NC  ï Click when you are ready to generate the NC. 
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Run External App  ï The external application that opens depends on what you defined in 

Options  => Post-processors tab => External Application.  

View/Edit NC  ï Only available after you have generated NC code and only for particular 
controls. Click to display and modify the generated code as text.  

Name-on-Control  ï You must assign control names to each of the tools (including V die 
openings) before you can generate the NC. 

2.8.5  Report Generation  Section  

The report can optionally include one or more snapshots of the simulation. You capture the 
snapshot images during the Simulation stage. 

 

Use custom images ï If selected, iBend includes the screenshots of the hits, which you created 
in the Simulation stage. 

Use auto view images ï If selected, iBend includes the auto view images generated 
automatically in the Simulation stage. 

Show hits by sequence order ï If selected, iBend details the hits, according to the order you 
defined.  

Report Folder ï The location for saving the generated reports, as configured in the Options 
dialog box, the Folders tab. You can browse to select another folder by clicking the browse icon 

. 

<Report Names> ï iBend provides several pre-formatted templates. Click this field to see the 
reports corresponding to the language(s) selected in Report Options. Any reports developed 
specially for the user are indicated as such in the User column. Examine the Report Type column 
and choose the template from the dropdown list that best suits your configuration. System reports 
are provided by Metalix. You can edit them if you have a CR editor. Built-in reports are 
incorporated into the iBend executable. You cannot change them. 

Report Options  ï The Options dialog box opens to the Reports tab and you can make 
changes that will apply to this part.  

Generate Report  ï Click when you are ready to create the output report. After a few seconds, 
the report opens in the format you selected. iBend displays a message that the report was saved 
to disk. 

Flat Part ï After creating NC, creates a PNG file of the part and saves it in the NC output 
folder. 
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View Report  ï Only available after you have created a report. 

2.8.6  Report and NC  Parameters  Tab  

Access this tab in the Output stage, in the Report Side Panel. 

 

You can get iBend to add this information to your output report and NC code: 

¶ Customer ï A customer name. 

¶ Order ï An order code (numbers and letters). 

¶ Reference ï A reference number.  

¶ Batch ï The batch number. 

¶ Quantity ï The number of parts to process. The default quantity is 1. Must be a numeric 
value. 

¶ Comments ï Any text. 
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3  Machines 
This section explains the machine options available in iBend. 

There are several ways to access the options: 

¶ Click the Machines icon on the Quick Access toolbar  

 

¶ In the iBend tab, click the Machines tab. 

¶ In the Home tab => Configuration group, click the Machines icon . 

¶ Press Ctrl+Shift+M. 

The Machines dialog box opens. 

 TIPS: In iBend, much of the data is presented in tables. Following are some tips for 
viewing and editing the tables: 

¶ Sort the rows in the table by clicking any column heading in the table. The sort icon  
(looking like a triangle) appears next to that heading. You can click it again to change the 
direction of the sort (e.g., from lowest on top to highest on top).  

¶ Filter the table so you only see certain rows by clicking the filter icon  (looks like a 
thumbtack) in one of the table headings and selecting one of the options. You can see the 
filter query below the bottom line of the table: 

 

¶ Cancel the filter by deselecting the check mark.  

¶ Hide the filter query line by clicking the X.  

¶ View previous queries by clicking the down arrow. 

¶ Define an advanced query by clicking the Edit Filter button. The Filter Editor dialog box 
opens, where you can develop complex queries based on conditions. 

¶ Select more than one entry in the table simultaneously by holding down the Shift or Ctrl 
keys while clicking rows. 

¶ A freeze bar separates the most important, unscrollable information (manufacturer, 
machine) on the left, from the data on the right, which can be scrolled. The freeze feature 
only works if you have not selected automatic column widths. 

3.1  Machines Toolbar  

Add New Machine from Factory DB  (in the Machines dialog box) opens the Include 
factory-defined machine dialog box so you can add a new machine.  

Add New Machine  leads you through the process of adding a new machine, via a wizard.  

Copy  duplicates the data from an existing machine. Highlight the machine to copy, and click 
this icon. Select a manufacturer from the dropdown list and type a name for the new machine. 

Machine Setup Wizard  opens a wizard to help you change the current definitions. 

Copy assigned tools  allows you to copy assigned tools from one machine to another. 

Rename  allows you to change the name of the selected machine.  

Change Manufacturer allows you to select the manufacturer of the selected machine. 
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Rename Manufacturer  gives you a list of the manufacturers currently in use in your 
configuration. Select one and type the new name for the manufacturer. 

Export Machine  exports the selected machine to an MBMD file. Asks for the name of a 
folder to receive the exported data. The file can then be used on another iBend workstation. 

Import Machine  imports a machine in iBend, based on data exported from another iBend 
workstation. 

Export Tools is only active when iBend supports exporting tools for this postprocessor. 
Opens the Export Tools dialog box. Assigned punches and dies must have Name-on-control 
defined, which is the name of the tool on the control. If the tool is rotatable (e.g., for the ESA post-
processor), it must also have Rotated name-on-control defined. 

Assigned Tools Report  displays information on the current machine and provides options for 
exporting to Excel (XLS) and PDF files.  

Card View Mode  toggles between a picture view and a table view of machines. 

Table View Mode  toggles between a picture view and a table view of machines. 

Show Hovering Preview  displays the current machine in a window. Only active when in 
Table View. 

Auto Columns Width  reorganizes the columns in the table so they are neatly displayed. 

3D Machine Preview  displays the current machine in a large window. (Takes a few seconds 
to load.) Use your mouse wheel to zoom in and out, and change the orientation. Right click to 
select additional options. 

Set as Default  designates this as the default machine.  

Delete  removes the highlighted item from the list. Use with caution! 

3.2  Add/Configure Machine Wizard  

These icons (in the Machines dialog box) start the wizard that helps you add a machine or change 
the existing definitions: 

¶ Add New Machine  leads you through the process of adding a new machine. 

¶ Machine Setup Wizard  leads you through the process of changing the current 
definitions. 

There are three ways to add a new set of definitions: 

¶ Define all the parametric measurements. 

¶ Import IGES files for the machine and components.  

¶ Import machine and tool parameters from another machine already in iBend. 

When you start the wizard, you are guided through a set of screens: 

1. Select the machine manufacturer or type a name.  

2. Type a unique name. 
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3. Decide which machine components should be configured using imported definitions, 
existing definitions in iBend, or manual configuration.  

4. Configure the machine properties setup. 

5. Configure NC code and report output definitions. 

6. Configure machine axes: front-to-back, up-down, side-to-side ï Double click any row to edit 
it. You must define at least two fingers to be able to continue. 

You can also import a logo file. The program then automatically recognizes that there is a logo 
component file, and you can choose the logo color.  

The configurations for each step are described in detail in the sections below. 

3.3  User Defined Active Machin es Table  

In this table (in the Machines dialog box) you can view machine definitions and change them. The 
table or card view are always visible in the Machines dialog box. Table view: 

 

When you hover over a row in the table, you can see a small image of the machine. To turn off this 
preview, deselect Show Hovering Preview. 

Card view: 

 

Includes these columns: 

¶ ID of the machine 

¶ When selected,  indicates the default machine 

¶ Manufacturer, Machine  

¶ Sample ï this option is checked when the machine is a demo machine. 

¶ Frame, Upper Beam, Upper Clamp, Lower Clamp, Lower Beam 

¶ Fingers Type, # Fingers 

3.4  Status Bar  

Errors in the machine settings are displayed on the bottom of the Machines dialog box, on the left, 
in red. 

3.5  Components Tab  

In this tab (in the Machines dialog box), you can see a summary and import and export individual 
components such as fingers, punches, etc., for the selected machine. This feature makes it easy to 
transfer component definitions from one iBend installation to another. 
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Read more explanations in the Components tab. 

3.6  Model Tab  

 

In this tab (in the Machines dialog box) you can configure these settings. 

General Machine Parameters: 

¶ Bending power ï The maximum load or pressure. 

¶ Max. bend length ï The maximum length of the bend. 

¶ Y safety opening ï The mute position (also called the speed change position) of the die. If 
not defined for a particular die, this is the default. 

¶ Minimum opening ï The minimum top dead center (TDC) between bends. When added to 
the Y safety opening, indicates the actual opening.  

¶ Maximum opening height ï Between the upper and lower beams. 

¶ Minimum opening height ï Between the upper and lower beams. 

¶ Limit punch/die angle difference ï Select this option if your machine restricts the 
difference in punch/die angles. 

¶ Punch/die angle difference limit ï The allowed tolerance angle between punch and die. 
Only available when Limit punch/die angle difference is selected. 

Floor Parameters section: 

¶ Distance from beam ï Distance from the top of the lower beam to the floor. 

¶ X dimension ï Of the floor, visible in the simulation. 
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¶ Z dimension ï Of the floor, visible in the simulation. 

3.7  Axes Tab  

These options in this tab (in the Machines dialog box) define the backgauge behavior and 
limitations: 

 

3.7.1  Standard Axes Configuration Tab  

This tab is in the Machines dialog box => Axes tab. 

R Axis Movement controls the up and down movement.  

Discrete RG axes:  

¶ This is a special mode for old Amada RG machines. When selected, the fingers move 
together (and you cannot change them in the table below). Define Above, Normal, and 
Below. 

¶ When not selected, you can change the R1 + R2 axes. 

In the table you define the type of fingers and side-to-side Z axis movement limits. The fingers are 
shown in a table. 

You have these options to manipulate the rows in the table: 

¶ Add Finger  opens a new section in the table. 

¶ Copy Finger  

¶ Delete Finger  

¶ Move Up  / Down  

¶ Expand All  / Contract All  

R axis reference point defines the origin for the R axis as defined on the machine. Select one: 

¶ Top of lower beam 

¶ Top of lower clamp system 

¶ Top of die 

Z axis origin: Select one:  

¶ Origin at left of beam 

¶ Origin at center of beam 

Columns in this table: 

¶ Order ï The name of the finger. 

¶ Min and Max ï The limitations of the finger positions on the Z axis, relative to the Z axis 
origin.  

¶ Default ï The default position. 
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¶ Right offset ï How close the next finger can be positioned.  

¶ Finger ï Select one from the dropdown list. 

¶ Default Finger Stop ï Finger stop to use by default. 

¶ dZ Reference ï Moves the finger reference point by this value on the Z axis.  

¶ Control ï By NC or manually. 

In addition, for each finger you can define these parameters: 

¶ Axis ï Automatically assigned, indicating the direction (Z, X, and R). 

¶ Related to ï Only for X and R axes. At least one finger in each axis must be Independent. 
Other fingers can also be Independent or dependent on another finger in the same axis. 

¶ Min. ï Minimum movement. 

¶ Max. ï Maximum movement. 

¶ Default ï The starting point. 

¶ Forward/Backward Delta ï Only for X and R axes. Not relevant for independent fingers. 
Indicates the maximum and minimum allowed movement between fingers. 

3.7.2  Extra Axes Configuration Tab  

This tab is in the Machines dialog box => Axes tab. 

 

I axis supported is for machines that can move the lower beam or lower clamp back and forth. 
Select it to indicate that this machine supports I axis movement.  

Pneumatic hemming die ï When selected, iBend generates the code to use a pneumatic die in 
NC code (for supported post-processors). 

3.8  Clamps Tab  

This tab is in the Machines dialog box.  

 

Most of the options in this tab (in the Machines dialog box) are self-explanatory: 

¶ Min. tool stations gap ï The minimum gap between tool stations during the Simulation 
stage. 

¶ Upper clamps start/end offset  

¶ Upper clamps sections ï Allows defining the number of upper clamps. 

¶ Number of upper clamps ï Only available when Upper clamps sections is checked. 
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¶ Lower clamps start/end offset 

¶ Lower clamps sections ï Allows defining the number of lower clamps. 

¶ Number of lower clamps ï Only available when Lower clamps sections is checked. 

3.9  Output Tab  

The options in this tab (in the Machines dialog box) define the generation of report and NC files. 

CNC code ï Select the post-processor format according to your machine control. Alternatively, if 
your machine controller is not in the list, select Report only (no NC), meaning that NC is not 
produced. Operator reports are produced. 

CNC definition ï Only visible for supported machines. Allows you to define the machine number 
and other parameters, as shown: 

 

Set assigned tools name-on-control ï Only visible for supported machines. Sets the names of 
assigned tools (including V die openings) to name-on-control names. 

3.9.1  Output and Folders Tab  

Access this tab from the Machines dialog box => Output tab. 

 

NC Name template name ï Define and select a template for the name of the NC file that is 
generated. 

NC files folder ï The destination for the generated NC file. Is only active when Generate NC into 
is set to Machine configuration NC folder in Options => Folders. If not specified, iBend uses 
C:\Users\Public\Documents\Metalix\iBend \Output. 

Use relative folder path for NC files ï Allows using a relative path.  

Relative path levels ï Only available when Use relative folder path for NC files is checked. 
Select an option from the dropdown list. Restricts the number of subfolders to retain when copying 
the relative path name (counting from the end of the path upwards). For example, the path name is 
C:\Users\Fred\Documents\iBend. You select 2 path levels. Documents\iBend becomes part of 
the path. 
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Relative path root ï Only available when Use relative folder path for NC files is checked. You 
can type or browse for an existing folder. 

Default report ï Default template to use for the reports.  

Use as drawing number in NC ï Adds the part name as the drawing number in the NC file. Only 
visible for supported machines.  

3.9.2  More  Output and Folders Tab  

Access this tab from the Machines dialog box => Output tab. 

 

Output tool files ï Allows exporting tool files when you generate NC. 

Tool files folder ï Only available when Output tool files is checked. The location for the tool files. 

Generate reports into NC folder ï Saves the reports in the same location as the NC file. 

Generated reports folder ï Only available when Generate reports into NC folder is checked. Is 
only relevant when Generate report output into is set to Machine configuration report folder in 
Options => Folders. 

Duplicate NC into saved part folder ï Copies the NC into the folder where the part is saved. 

3.9.3  NC Parameters Tab  

Access this tab from the Machines dialog box => Output tab. 

These values are not simulated in iBend; however, they are reflected in the NC. 

 

When you select Use machine-specific NC parameters, you override the general NC-type 
specific options defined in Options => Post-processors tab. You can modify the default values for 
these parameters, depending on the machine. 

The parameters on the right of the dialog box change, depending on what you choose on the left. 
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3.9.4  Crowning Tab  

 For Cybelec-controlled machines. 

(Access this tab from the Machines dialog box => Output tab.) 

The machine configuration can include tonnage percentages for crowning, and Y1 and Y2 values. 
There is no need to calculate the data manually. 

To include this data, in the Machines dialog box, click Output tab => Crowning tab, and select 
Generate Y1, Y2, Tonnage and Crowning output. 

The values in this table are editable. For example: 

 

This is the crowning range from the Cybelec control:  

 

These are the values that iBend calculates and outputs to the Cybelec control: 

 

View these values by clicking the Simulation tab => Simulation Configuration group => Hit 

Parameters . 
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3.10  Materials Tab  

This tab (in the Machines dialog box) defines the list of bend technology materials and their 
corresponding names on the machine:  

 

The list comes from the BT Materials table (in the Materials dialog box). 

Name on Machine ï The name on the control. 

ID in NC ï The identifier on the control. 

3.11  Punches /Dies/Holders Tabs  

The tables in these tabs (in the Machines dialog box) list the punch and die tools and holders that 
are actually used on the selected machine. For example: 

 

Most columns in the Punches/Dies/Punch Holders/Die Holders tabs are self-explanatory. Only 
these columns require further explanation: 

¶ Name-on-control ï Only visible for non-demo machines. 

¶ Rotated name-on-control ï Only visible if the tool can be rotated (e.g., for the ESA post-
processor) 

Use these icons to add/remove tools/holders: 

¶ Assign tools/holders  ï select from the list.  

¶ Remove assigned tools/holders . 

¶ Add punch/die holders  ï Only relevant for Punches and Dies tabs. If you see an 
error message saying that no holder can be assigned because no holder is configured in 
the database, go to the Punch/Die Holders tab and assign a holder. 

¶ Remove punch/die holders  ï Only relevant in Punches and Dies tabs. Becomes 
active when you add a punch/die holder and then select it. 

If your machine controller does not support tool holders, you can draw your tool with the holder on 
the controller. In iBend, you give the corresponding tool + holder combination a name that 
matches the name on the machine.  
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For example: 

1. In the Die Holders tab, add a die holder by clicking Assign  and selecting a holder. 

2. In the Dies tab, click Add Die Holders  and select the holder.   

You can stack holders on top of one another by selecting more than one holder.  

 Tip: Hold down the Shift key while you highlight more than one holder with your mouse. 

3.12  Hemming Tab  

In this tab (in the Machines dialog box) you select the tools for prebend and flattening operations: 

 

The tools are automatically selected when loading a part. 

Clicking the Hemming Tools button opens the Hemming Tools Selection dialog box:  

¶ Add and remove prebend and flattening tools/holders by clicking the  and buttons on 
the top right of the screen. 

¶ Select the tools you want for hemming and click OK. iBend fills in the Prebend punch, 
Prebend die, Flattening punch, and Flattening die fields. 

¶ You can use the same tools for both operations by clicking the Use Flattening Tools for 

Prebend button . 

3.13  Preferred Tools Tab  

In this tab (in the Machines dialog box) you can view which tools you prefer for each material and 
thickness on the specified machine. For example: 

 

Click New Preferred Tools . The Select Tools dialog box opens. 
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You can define a tool as preferred by opening a part with a defined material and thickness. In 
Select Tools, check the Remember as preferred tools checkbox: 

 

All tools you have defined as preferred then appear in the Preferred Tools tab: 
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When you define a new part for that machine with the specific material and thickness (in the New 
Part Wizard), in the Finalize new profile creation screen, select Try auto process: 

 

If Try auto process is selected, when you click Simulation, iBend tries to use your preferred tool 
for the machine, material, and thickness. If successful, iBend takes your part automatically through 
the Tooling and Sequencing stages, to the Simulation stage.  

You can edit the defined preferred tools  or delete them .  

3.14  Finger Stops Tab  

This tab (in the Machines dialog box) allows you to configure the fingers and finger stops. 

The pictures on the right change, depending on what you select on the left (displayed in red).  

Fingers R offset from part ï Sets a constant value to the R offset: 

  

Fingers z offset from corner ï Sets a constant value to the Z offset from the corner as a 
measured distance or as a percentage: 
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R offset from up/down bend:  

 

R above die ï When the finger is above the die, use this offset for R: 

 

Minimum gauging overlap ï The minimum acceptable overlap between the finger and the part: 

 

Max. distance between fingers: 

 

Have retraction on every hit ï When selected, iBend simulates the finger stop retraction on 
every hit, by the defined Retraction value. 

Maximum X for support ï When the default finger stop is set to Support, this value indicates the 
minimum distance in the X axis (from the center of the die to the edge of the part) for using the 
support finger stop. 

3.15  Setups Tab  

In this tab (in the Machines dialog box), you can view and edit the saved tool station setups that 
are relevant to the currently selected machine. 
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To view the setups in different ways, click . 

To sort and filter the setups, click Customize. 

 

You can define these setups in the Simulation stage. 

To use a saved setup, assign it in Tooling stage by clicking Assign Tool Station Setup . 

3.16  Colors Tab  

 

In this tab (in the Machines dialog box), you can define customized colors for the different parts of 
the display:  

1. Check Use Customized Colors.  

2. Click each part in turn and select the color you want.  

To return to the default settings, click Copy Defaults. 

You can define the logo color of an imported machine, provided there is a logo file. For example: 

¶ Frame Component File: Machine_Frame.igs 

¶ Component file Logo: Machine_Frame-logo.igs  
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4  Tools 
This section explains the tool configuration options available in iBend. 

There are several ways to access the options: 

¶ Click the Tools icon on the Quick Access toolbar  

 

¶ In the iBend tab, click the Tools tab. 

¶ In the Home tab=> Configuration group, click the Tools icon . 

¶ Press Ctrl+Shift+T. 

The Tools Configuration dialog box opens. 

 In iBend, much of the data is presented in tables. Following are some tips for viewing 
and editing the tables: 

o Sort the rows in the table by clicking any column heading in the table. The sort 
icon  (looking like a triangle) appears next to that heading. You can click it again 
to change the direction of the sort (e.g., from lowest on top to highest on top).  

o Filter the table so you only see certain rows by clicking the filter icon  (looks like 
a thumbtack) in one of the table headings and selecting one of the options. You 
can see the filter query below the bottom line of the table: 

 

Cancel the filter by deselecting the check mark.  

Hide the filter query line by clicking the X.  

View previous queries by clicking the down arrow. 

o Define an advanced query by clicking the Edit Filter button. The Filter Editor 
dialog box opens, where you can develop complex queries based on conditions. 

o Select more than one entry in the table simultaneously by holding down the Shift 
or Ctrl keys while clicking rows. 

4.1  General Tab  

In this tab (in Tools Configuration) you can set some of the defaults, organized as follows: 

¶ Which group of tools to display 

¶ Additional general parameters 

¶ Hemming and split bend angles 

¶ Export/import tools 

4.1.1  Default Tool Selection  

iBend offers three groups of tools: 

¶ Entire tool library is the library of all available tools. 

¶ Assigned Tools is a list of tools that can work with a particular machine (a subset of the 
tool library). You can select them in the Machines dialog box in the four tool tabs (Punches, 
Dies, Punch Holders, and Die Holders).  
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¶ Favorite of Assigned Tools are defined per machine and are a subset of the assigned 
tools. You can define tools as favorites in the Machines dialog box in the four tool tabs 
(Punches, Dies, Punch Holders, and Die Holders).  

When selecting tools for specific bends, you can set the default as one of the above options. This 
is the group you will see, for example, whenever you open the Automatic Tool Selection dialog 

box (via Auto Tooling ).  

4.1.2  Additional General Parameters  

 

Explanations of parameters in the General Tool Settings section in the General tab (in the Tools 
Configuration dialog box): 

¶ Use configured tool segments only ï When selected, this option is relevant during the 
Simulation stage. It tells iBend to use only tools that are in the inventory. When segments 
are missing, iBend shows a warning and asks whether to continue. 

¶ Automatically divide collinear bend tool ï When selected, different tools are used for 
collinear bends. 

¶ Use segment names ï Not currently in use. 

¶ Surround smaller segments with bigger ones ï When iBend creates tool stations, it 
places the smaller tools segments in the middle. 

¶ Use CAD Link tool filter ï When you use CAD Link to import files from Solid applications 
such as SolidWorks, you can select a filter so that iBend initially only shows the filtered 
tools in the Select Tools dialog box. You can filter for punch, die, or both, or decide not to 
use a CAD Link filter at all. 

¶ Holders true length display ï When selected, prior to simulation, iBend takes the true 
length of the part and uses it to calculate collisions. When not selected, the length is always 
the same size of the bend. As a consequence, iBend uses the true length data already in 
the Sequencing stage to check for collisions.  

¶ Allow tool stations out of machine limits ï When selected, the tool stations can extend 
beyond the boundaries of the machine. 

4.1.3  Hemming and Split Bend  Section  
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In this section of the General tab (in the Tools Configuration dialog box) you define defaults for 
hemming and split bends: 

¶ Prebend Angle ï This is the default for prebending a split bend. It is the angle of the 
product after the first bend. From iBend V6, you can split prebends into two. 

¶ Hemming Angle Tolerance ï This is the maximum permitted deviation angle for a 
hemming bend. 

4.1.4  Export - Import Tools  Section  

 

In this section of the General tab (in the Tools Configuration dialog box), you can import and 
export individual or multiple punch, die, punch holder, and die holder components. This feature 
makes it easy to transfer component definitions from one iBend installation to another. 

 TIP: To select more than one row in the table, press the Shift and Ctrl keys. To select 

all rows, click . 

When exporting, in the dialog box that opens, browse to a folder and type a file name. 

4.2  Tool Stations Tab  

In this tab (in Tools Configuration) you define default configuration for tool stations: 

¶ Negative tolerance in tool stations ï When selecting tool segments to fit the length of a 
hit, iBend may not find the exact match. This option allows iBend to select segments that 
cover less than the hit length, within this tolerance: 

 

¶ Minimum distance between tool stations ï This distance helps avoid collisions between 
tool stations: 

 

¶ Tool station offset ï This distance is measured from the tool station to the part: 

 



User Guide 

 

101 

 

 

¶ Allowable gap between segments to achieve hit length ï This gap is the maximum 
distance permitted between segments: 

 

¶ Max. distance between holder segments ï This value is the maximum permitted 
between holder segments: 

 

¶ Max. holder segments start/end offset ï This value is the offset from the start (or end) to 
the closest holder segment: 

 

¶ Maximum allowed part overhang ï This value is how much the part overhangs the 
machine on each side: 

 

¶ Min. segment percent held by clamp ï This value determines how much of the segment 
must be held by the clamp, expressed as a percentage. When there are two clamps this 
value is ignored: 
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¶ Min. segment length held by clamp ï This value determines how much of the segment 
must be held by two clamps: 

 

¶ Allowed tooling overhang ï This value determines how far the tooling can extend beyond 
the beam: 

 

¶ Automatically center single station ï When selected, if there is only one station, iBend 
centers the station on the machine. 

¶ Round stations position ï When selected:  

o For Euro clamping, iBend rounds the position of the station to the closest millimeter 
(mm). For example, 31.4mm becomes 31, and 31.6mm becomes 32.  

o For Wila clamping, iBend rounds the position of the station to the closest 10mm. For 
example, 31mm becomes 30, and 36mm becomes 40. 

4.3  Tool Filter Tab  

This tab is in the Tools Configuration dialog box. These definitions affect the tools that are 
offered in Select Tools. 

 

Selecting Use K-Factor filter tells iBend to show the Apply Compensation Filter icon in the 
toolbar of the Select Tools dialog box. 

Selecting Use punch radius filter allows you to add details of what punch radius to apply to 
achieve which bend radius. iBend then shows the Apply Radii Filter icon in the toolbar of the 
Select Tools dialog box. 



User Guide 

 

103 

 

 

To add details, click Add row  and type the radii: 

  

4.4  Min. Wing Tab  

This tab (in the Tools Configuration dialog box) is for defining the minimum wing values for 
different V-opening sizes. By default, iBend uses the Flange length security calculation: 

 

You can import and export minimum wing values from the bend technology table as TXT files. 

Perform these operations using the Import  and Export  buttons.  

The values in this table apply to all materials.  

When ignore safe flange length calculation is selected, iBend does not consider the minimum 
flange length required for secure bending (the calculation based upon V/2 + radius allowance + 
thickness). Instead, iBend uses your specifications for the B Relative values, per V. (See the 
pictures in the dialog box.) 

4.5  Joint Types Tab  

This tab (in the Tools Configuration dialog box) allows you to view and edit joint types. 
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You can customize the joint types: 

¶ To add the name of a new joint type, click New Joint Type icon  . 

¶ To change the name of any joint type in the table, click the Rename Joint Type icon . 

¶ To delete a joint type that you created, click the Delete icon . This option is only active 
when you have defined at least one joint type. 

The table shows you all the joints types, including ones you have defined. 

You can see the name of each joint type, whether it is suitable for upper or lower beams, if it is 
rotatable, and (optionally) a description.  

When you click Apply, iBend assigns the joint type a numeric ID. 

4.6  Punches Tab  

This tab (in the Tools Configuration dialog box) shows all the punch data. 

4.6.1  Punches Table  

This table (in Tools Configuration => Punches tab) shows the basic data for all the punch tools. 
The table includes these columns: 

¶ If any of the data has changed in a particular row, the Edited column is checked . 

¶ You can see the Punch ID, Manufacturer, Punch Name, and Up Joint. 

¶ Height includes the tang. If the values for Height and Working Height are identical, 
Height may be displaying the working height by mistake. This may be an indication that the 
tables are not up to date.  

¶ Radius is the radius of the punch tool tip. 

¶ Angle is the angle of the punch tool tip. 

¶ Max. Power is the force that each can be applied for each length. (The length unit is 
defined in the Options => Units tab.) 

¶ Hemming ï when selected, this tool can be used for hemming operations. 

You can only change the parameters if they are user defined. The one exception is the Height. 
You can change the height of any tool because the tip of the tool may have worn down and then 
been filed down further by the customer and so the height changes. 

You can copy (duplicate) a row to a new row. Now it is user defined (there is a check in the User 
defined column) so you can change (edit) the details in this row. 
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The toolbar allows you to perform a number of operations: 

¶ Create a punch tool parametrically or import one from a DXF file (New Punch ). When 

you click New Punch , this dialog box opens: 

 

You can select a manufacturer and type the name of the new punch tool. When importing a 
DXF file, make sure to select the correct unit (metric or imperial). 

When defining the tool parametrically, type the values into the Tools Configuration table. 
In the Dimensions tab, type values for W1, W2, R, A, and H, and click Apply. 

¶ Bring in factory definitions for a specific tool by clicking Import from factory database 

 and selecting the tool you want. 

¶ Make a copy of an existing tool (Duplicate icon ).  

¶ Reload a tool from DXF or from the factory database by clicking Reload Tool . A dialog 
box opens with a comparison of the two tools. Click the Update or Keep Current button. 

¶ Adjust the width of the columns so all the data is visible by clicking the Auto Columns 

Width icon . 

¶ Change the data for a tool by changing it directly in the table or by clicking Edit . Select 
more than one tool using the Shift and Ctrl keys.  

¶ Change the name of a tool using Rename ). 

¶ Modify the manufacturer for the tool using Change Manufacturer .  

¶ If the imported DXF file shows the tool back-to-front (reversed), click Mirror Tool around 

Power Line . 

¶ Export one or more tools by clicking Export tools . In the dialog box that opens, 
browse for a destination folder, type a file name, and click Export. Export more than one 
tool using the Shift and Ctrl keys. 

¶ Change the name that appears on the control with Name-on-control .  
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¶ Punch NC properties setup  

¶ Assign default segments to the current tool according to the manufacturerôs defaults 

(configurable in the Tool Manufacturers tab) using Assign Default Segments . 
Restores values if you have changed them. 

¶ Assign a heel design to the selected punch using Heel . Two options appear, for 
example:  

 

o Define a customized heel by clicking the first option and typing the heel measurements 
in the Define Punch dialog box. 

o Select a predefined type by clicking the first option and selecting a type in the Define 
Punch dialog box. 

o Choose the tool manufacturerôs defaults by clicking the second option (Assign heel 
manufacturer to selected tools). 

¶ Reverse a change by clicking Undo Changes  . 

¶ Delete a tool by clicking Delete . 

4.6.2  Additional Properties Section  

The options in this section (in Tools Configuration => Punches tab) are only active when you 
create a tool or duplicate an existing one. 

Type ï Displays the tool template used as the base for the created parametric tool. If the tool is 
imported, displays Imported. 

Hemming ï If this tool can be used for hemming, check this option, then define the type and power: 

¶ Hemming Type ï Select from the dropdown list: 

o 1 ï For two-stage hemming.  

o 2 ï Relevant only for die tools. Indicates a spring die. 

¶ Hemming Power 

Description ï Optional description of the new/imported tool. 

4.6.3  Tabs  

This section (in Tools Configuration => Punches tab) has several tabs. 

The table in the Segments tab lets you edit the quantity of actual segments, with no heels, or with 
left or right heels, for different size segments. If you created the tool, you need to define the 
measurements and quantities in this tab. 

The Dimensions tab displays the settings for the tool measurements: 

¶ Tool Dimensions Section ï If the selected punch tool is defined parametrically, you can 
edit the dimensions, as explained in the graphics. If the selected punch tool is imported, 
iBend infers the dimensions from the DXF file and displays them. You cannot edit them.  
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For example:  

 

¶ Additional Properties, Use Customized Tang ï To use a tang measurement that differs 
from the default, check Use customized tang and type the height into Tang height. 

The Legend tab is only visible when the tool is defined as a hemming tool. Here you can see a 
graphic representation of the measurements for width flattening (WF), width punch (WP), and 
height flattening (HF). 

4.7  Dies Tab  

The explanations for this tab (in the Tools Configuration dialog box) are very similar to the 
explanations for the Punches tab. These are the exceptions. 

Dies table: 

¶ There is no Heel icon. 

¶ The Up Joint column is replaced by the Down Joint column. 

¶ There is a V-Width column. 

¶ The Radius refers to the measurement at the shoulder of the die. 

Additional Properties section also contains these options: 

¶ Holder height ï Legacy option; not in use. 

¶ Dead zone ï Legacy option; not in use. 

¶ Mute position ï The height at which the beam slows its downward movement and 
increases its upward movement.  

¶ Hemming Types (for die tools only): 

o 1 ï Two-stage hemming  

o 2 ï Indicates a spring die 

Both of these options allow you to define additional parameters in the Dimensions tab. 

Tabs section: 

¶ There is no Legend tab. 

¶ In the table in the Segments tab you can edit the quantity of actual segments, with no 
heels, or with left or right heels, for different size segments. If you created the tool, you 
need to define the measurements and quantities in this tab. 
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¶ The Dimensions tab displays the settings for the die tool measurements. This picture 
shows an example of the power vector for a die tool: 

 

When the Hemming Type is 1, you can define these parameters: 

o H2 ï The depth of the die as shown: 

  

o XOffset ï The power offset from the center for the hemming bend. 

When the Hemming Type is 2, you can define these moving hemming die parameters, as 
shown in the picture below: 

o Back Dead Zone 

o Front Dead Zone 

o Block Height 

o Movement 

o Hemming Offset 

o Die Notch Width 

o Hemming Depth 
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4.8  Punch Holders Tab  

The explanations for this tab (in the Tools Configuration dialog box) are very similar to the 
explanations for the Punches tab. These are the exceptions. 

Punch holders table: 

¶ When creating a punch holder tool, there is no option for defining a tool parametrically. You 
can only import tool definitions from DXF files. 

¶ The DXF file indicates the origin for the power vector. iBend shows the power vector based 
on the origin.  

¶ There are columns for both Up Joint and Down Joint. 

¶ There are no Radius, Angle, or Hemming columns. 

During DXF geometry creation, the origin (0,0) points are positioned thus: 

¶ Vertically ï In-line with the force vector 

¶ Horizontally ï Where the tool connects. 
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Lower holder origins Upper holder origins 

 
 

4.9  Die Holders Tab  

The explanations for this tab (in the Tools Configuration dialog box) are very similar to the 
explanations for the Punches tab.  

When creating a die holder tool, there is no option for defining a tool parametrically. You can only 
import tool definitions from DXF files. 

4.10  Segment Names Tab  

The Defined Segment Names table (in the Tools Configuration dialog box) contains columns for 
Segment Length, Metric Name, and Imperial Name, to make it easy to refer to a particular length. 
For example, segment length is called İò in Imperial. 

4.11  Tool Manufacturers Tab  

The table at the top of the tab (in the Tools Configuration dialog box) shows default segments per 
punch manufacturer. 

The table at the bottom shows default segments per die manufacturer. 

Select a manufacturer for punch and die from the list on the left. 

4.11.1  Default Segments Tab  

This tab shows the number of default segments for each measurement. (This tab is in the Tool 
Manufacturers tab in the Tools Configuration dialog box.) 

For punch tool manufacturers, the table also shows the number of default left and right heels. 

Add a new segment by clicking the empty line at the bottom of the table. 

4.11.2  Heel Setup Tab  

 Relevant for punch only. 

(This tab is in the Tool Manufacturers tab in the Tools Configuration dialog box.) 










































































































